@)
Blackmagicdesign 8

‘x_é‘i-“Ml

y .l |

Installation and Operation Manual

Blackmagic
converters

June 2018

English, 0S , Franeais, Deutsch, Espa—ol >287,
@i 200, "##$%& Italiano, Portugues and TYrkee.



Languages

To go directly to your preferred language, simply click on the hyperlinks listed in the

contents below.

English 3
OS 92
Franeais 182
Deutsch 2172
Espa—0l 362
D | 452
@i 20U 542
HSY%& 632
ltaliano._____ 122
POrtUQUeS 812
TYrkee 902



Welcome

Thank you for purchasing Blackmagic Converters for your production needs.

Blackmagic Mini Converters, Mini Converter Heavy Duty, Battery Converters and

Micro Converters give you a solution for virtually any conversion you could need.

Mini Converters convert analog to digital, digital to analog, SDI to audio, audio to SDI,
up, down and cross conversion, SDI distribution, and can even provide a sync generator
for locking all your video equipment to the same reference signal. Mini Converter Heavy
Duty gives you the same conversions in a super tough design thatOs perfect for use

on location and Battery Converters let you work on location with or without external
power. Blackmagic Micro Converters are even smaller, designed for popular conversions
such as!SDI to HDMI and HDMI to SDI so you can plug any HDMI output into SDI video
recorders and switchers, or plug SDI video equipment into HDMI monitors.

This instruction manual contains all the information you need to start using your
Blackmagic Converters.

Please check the support page on our web site at www.blackmagicdesign.com for the
latest version of this manual and for updates if your Blackmagic Converter has internal
software. Keeping your internal software up to date will always ensure you get all the
latest features. When downloading software, please register with your information so
we can keep you updated when new software is released. We are constantly working
on new features and improvements, so we would love to hear from you!

e &

Grant Petty
CEO Blackmagic Design



Contents

Blackmagic Converters

Getting Started

Plugging in Power

Plugging in Video

Plugging in Audio

Installing Administration Software
Installing Blackmagic Converters Setup
Updating the Internal Software

Updating Mini Converter SDI
Distribution 4K

Changing Settings
Changing Settings using Switches

Changing Settings using
Blackmagic Converters Setup

About Tab

Blackmagic Converter Models
Teranex Mini Converters
Blackmagic Micro Converters
Micro Converter SDI to HDMI
Micro Converter HDMI to SDI

Micro Converter BiDirectional
SDI/HDMI

Blackmagic Mini Converters
Mini Converter SDI to HDMI
Mini Converter SDI to HDMI 4K
Mini Converter SDI to HDMI 6G
Mini Converter HDMI to SDI

12
13
13
13
14
14
15

17
19
19
22
26
31

Mini Converter HDMI to SDI 4K
Mini Converter HDMI to SDI 6G
Mini Converter SDI to Analog
Mini Converter SDI to Analog 4K
Mini Converter Analog to SDI

Mini Converter SDI to Audio

Mini Converter SDI to Audio 4K
Mini Converter Audio to SDI

Mini Converter Audio to SDI 4K
Mini Converter Optical Fiber

Mini Converter Optical Fiber 4K
Mini Converter Optical Fiber 12G
Mini Converter Quad SDI to HDMI 4K
Mini Converter SDI Distribution
Mini Converter SDI Distribution 4K
Mini Converter SDI Multiplex 4K
Mini Converter Sync Generator
Mini Converter UpDownCross
Mini Converter UpDownCross HD
Converter Setup Utility
Blackmagic Battery Converters
Battery Converter SDI to HDMI
Battery Converter HDMI to SDI

Help

Warranty

34
37
40
45
49
53
56
59
63
67
68
69

71
72
73
76
79
83
86
87
87
88
90

91



Getting Started

Getting started with your Blackmagic Converter is as simple as plugging in power, plugging
your source video into your converterOs video input, and plugging the video output into your
destination equipment.

Plug in the included 12 volt power supply using the socket adapter for your country.
If your converter has a built in cable tie point, you can easily secure the power connection
tolyourlconverter.

Locking the power cable to the converterOs cable
tie point prevents accidental disconnection.

Micro Converter

Blackmagic Micro Converter is powered using the micro USB connector. This gives you a
convenient and flexible power solution. For example you can easily connect power using the
battery charger for some modern cell phones, or even power your converter via the USB port
of lyour laptop computer. Any device capable of providing 5V via a standard USB to Micro
USB!cable can power your Blackmagic Micro Converter.

Battery Converters

Blackmagic Battery Converters have a switch labeled OOn Batt OffO that is used to switch
between mains power and battery power. When set to OOn0, the Battery Converter will
keep!working even if external power is lost. When set to OOffO, only external power is used to
ensure built in battery power is saved. The LED near the switch indicates the battery charge
level by a continuous illumination for 100 percent charge, three flashes for 50 to 90 percent
charge, two flashes for 10 to 50 percent charge and a single flash if less than 10 percent
chargelis remaining.

Getting Started



To connect your video inputs and outputs, simply plug your source video into your converterOs
video input and plug the video output into your destination equipment.

BNC HDMI Optical Fiber

AT

Depending on your Blackmagic Converter'model,
the video!connectors may be BNC, HDMI, or optical fiber LC.

Optical Fiber Connectors

Some Blackmagic Converter models include an SFP socket to accept a compatible SFP optical
fiber module that supports up to 3G, 6G or 12G-SDI video. The module is an optical transmitter
and receiver with sockets for optical fiber cables.
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Examine the Optical Out/In socket to make Remove the protective cover from the SFP
sure it is free of dust. optical fiber module, and insert it in the SFP

socket. A locking pin clicks into position to
secure the module in the socket.

The optical fiber cables have latching tabs Plug in the optical fiber cables. Confirm the

on top to make sure they donOt fall out. Out and In plugs are in the correct sockets,
and that the locking tabs on the plugs hold
the lever of the SFP optical fiber module
upright.

Getting Started



Fail Safe Alternate SDI inputs

Some Blackmagic Converter models include alternative SDI inputs for redundancy.

Theselinputs are labeled OAlt SDI InO and will immediately take over should the primary SDI input
signal fail. In this rare scenario, the SDI LOCK LED will flash, indicating that the converter has
switched to the ALT SDI input.

Converters with an OAlt SDIO input will
automatically switch tothis secondary input
should the primary SDI input signal fail.

Jack Audio Connectors

Some Blackmagic Converters have built in 1/40 jacks, so you can easily plug in balanced
external analog or digital AES/EBU audio. The 1/40 jacks are balanced TRS connectors.
TRS!stands for Tip, Ring, Sleeve which refers to the three contacts of the jack connector.

If your Blackmagic Converter has jack
audio connectors, you can plug in
balanced analog or AES/EBU audio.

Below is an illustration showing the wiring pins inside the male 1/40 jack connector if you want
to make your own audio cables.

Sleeve (Ground) Tip (+) Ring (D) Sleeve (Ground) Ring (D) Tip (+)

Getting Started



The audio jack illustration on the previous page shows the jack connectorOs positive,
negativeland ground wiring pins. Iflyou need to reverse the polarity of your analog audio
cable'to suit your audio equipment, you!can simply swap the positive and negative wiring
on'the tip and ring pins.

NOTE If you are connecting stereo analog audio, itOs worth mentioning that if you
reverse the polarity!for one channel jack connector, make sure you do the same for the
second or your stereo analog audio will be out of phase.

Installing Administration Software

Blackmagic Converters Setup is used to change settings on your converter and to update your
converterOs internal software. The settings available will depend on the converter you are using.
However, some Blackmagic Converters donOt require any adjustable settings and donOt have
internal software, therefore these particular converters will not have a USB connector. If your
converter is one of these, you can go straight to your converter model in this manual to learn
more about it.

e Blackmagic Converters

CONVERTER
SETUP

ATEM Converters Manual Mini Converters Manual
OpenGear Converters DVI Extender Manual
Manual
O
-
Converters v7.0 Uninstall Converters
0
design O
@]

Blackmagic Converters Setup can be installed
on Mac OS X and Windows computers.

Installing Administration Software



Installation on Mac OS X

Download the Blackmagic Converters Setup software from
www.blackmagicdesign.com

Unzip the downloaded file and open the resulting disk image to reveal its contents.
Double click the installer and follow the prompts to complete the installation.

When the installation has finished, click Oclose. Blackmagic Converters Setup is
nowlinstalled.

Installation on Windows
Download Blackmagic Converters Setup from www.blackmagicdesign.com

Unzip the downloaded file. You should see a Blackmagic Converters Setup
folder!containing this PDF manual and the Blackmagic Converters Setup installer.

Double click the installer and follow the prompts to complete the installation.
Click OfinishO to complete the installation.

Blackmagic Converters Setup is now ready to use.

If your Blackmagic Converter has a USB connector, then you may have additional settings
youl!can change, plus you can update your converter with the latest internal software.
Thellatest!software can be downloaded from the Blackmagic Design support center at
www.blackmagicdesign.com/support.

When updating Blackmagic Micro Converters, power is already supplied via the USB port,
solyou donOt have to worry about connecting power.

On Blackmagic Mini Converters, Battery Converters and Mini Converters Heavy Duty,
youOlllneed to ensure your converter is powered before connecting to your computer via USB.

Power your converter.

Attach a USB cable from the computer to the converter and launch the Blackmagic
Converter Setup.

Your Blackmagic Converter will be displayed on the setup utilityOs home page. If you have more
than one converter connected via USB, click on the arrow icons on the left or right side of the
home page to select your desired converter.

This Converter needs a Software Update.

Before you can edit the settings of this Converter, it must be updated to
the latest software version.

Cancel Update

If Blackmagic Converters Setup detects an!earlier version of
yourlconverterOs internal software, it will prompt you to update.

Installing Administration Software



If no converter is connected, the home page will display Ono converters foundO. If you have a

converter connected to your computer via USB, but you donOt have power plugged in, the home

page may display Ono power connectedd. Simply plug power into your converter to access
the settings.

If Blackmagic Converters Setup contains newer internal software than that currently installed
in your Blackmagic Converter, it will prompt you to update. Simply follow the on screen
instructions to complete the update.

Blackmagic Mini Converter SDI Distribution 4K has an internal USB connector. This mini
converter has no user adjustable settings, so you will never need to connect setup software.
Very occasionally, though, internal software updates will be released to improve compatibility
with some devices. For example, Blackmagic Converters Software version 7.0.9 improves this
mini converter®s compatibility with level A 3G SDI signals.

If a particular update applies to the equipment you are using with Mini Converter
SDIDistribution 4K, follow these steps to access your mini converterOs USB connector:

NOTE Make sure you disconnect power before accessing your Mini Converter
SDI!Distribution 4K. We recommend this job is undertaken by a qualified engineer
using an anti static strap.

Blackmagicdesigﬂg splouT

DI OUT
spIoUT

fa~ r
MiniConvertel 1~ o
oo SDI Distribution 4K

sDIOUT

sDIOUT

— 10 and Ultra HD.

Using a philips head screwdriver,
removel'thelfour!(M3) screws on the sides
oflMini!Converter SDI Distribution 4K.

Using a T10 torx screwdriver, remove Gently pull the circuit board from the frame
the!four screws connecting the circuit to access the USB connector.

board to Mini!Converter SDI Distribution

4KOs frame.

Installing Administration Software
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spiouT
spIoUT

- r
-.r SDI Distribution 4K

SDIOUT

SDIIN

sDIOUT

i and Ultra HO rowes @

Plug in your Mini Converter SDI Repeat steps 1 - 4 in reverse tolreassemble
Distribution!4K®s power supply and connect MinilConverter SDI!Distribution 4K.

it to a computer using a USB cable. Update

the internal software as you would any other

minilconverter.

NOTE When handling your Mini Converter SDI Distribution 4KOs circuit board,
belcareful'to always hold it by the edges to prevent accidentally short circuiting
internallcomponents.

Changing Settings

If your Blackmagic Converter has adjustable settings, there are two ways you can change them.
You can use the built in switches on the side of your converter, or you can change settings
using the Blackmagic Converters Setup utility software. The utility is also used to change any
settings that canOt be set using the switches, for example analog video and audio levels.

Many Blackmagic Converter models have built in switches.

To change a switch setting simply push the switch up or down using the tip of a pen. This turns
the switches on or off. With 8 switches, this gives you many combinations so you can choose
exactly the conversion settings you want.

YouOll find a switch settings diagram printed on the base of your converter. Ensure your switch
settings correspond to the legend by observing the switch numbers from 1 to 8, left to right.

oIoIoIoIoIoIoIo

¥ 2 3 4 5 6 7 8
oN

Change settings by adjusting the switches with a pen.

Changing Settings
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For a full description of the switches and their settings, refer to your converter model in this
manual. Even though switch settings are printed on the base of your converter, new features in
later updates can add new settings so itOs worth checking the latest version of this manual for
the most up to date information. You can download the latest version from the

Blackmagic Design support center at www.blackmagicdesign.com/support.

Once Blackmagic Converters Setup is installed on your computer, connect the setup utility
tolyour Blackmagic Converter via USB.

Converters Setup

MicroConverter

p— ‘ HDMI to SDI

HDMI to SDI Micro

The Blackmagic Converters setup utility lets you
update your converterOs internaoftware and adjust
settings using a Mac OS X or Windows computer.

The first thing youOll see when launching the software is the Ohome® page. If you have more
than!one converter connected to your computer, select your desired converter by clicking
thelarrows on the left and right side of the Blackmagic Converters Setup home page.

To change settings, click on the Osettingsd icon below the image of your Blackmagic Converter.

Adjustments will be immediately saved to your converter. This means if power is lost, your
settings will be reestablished as soon as power is restored.

Even though most settings are configured using the built in switches, some settings can only
be set using the setup software, for example adjusting analog video or audio levels.

Teranex Mini Converters are 12G-SDI converters that support even more video
formats including up to 4K DCI 60p. If you are looking for information on how to use
alTeranex Mini Converter, including how to change settings using the
Blackmagic!Teranex Setup utility, refer to the Teranex Mini Converters manual.

You can download the most up to date manual from the Blackmagic Design support
center at www.blackmagicdesign.com/support

Changing Settings
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The OaboutO tab in Blackmagic Converters Setup is common across all converter models.
You can use the settings in this tab to name your Blackmagic Converter. Simply click in the
Oname0 text box and type your desired converter name. Click OsaveO to confirm the change.

SDI to Audio
Mini Converter SDI to Audio  «&»

Audio About

Software Information

Software version: 7.0

Cancel Save

The OaboutO tab in Blackmagic Converters Setup is
used to name your Blackmagic Converter. You can
also check the version of the setup software.

The OSoftware Information® menu in the Oabout® tab identifies which software version your
Blackmagic Converter is running. If your converterOs internal software is older than the current
version that comes with Blackmagic Converters Setup, an update button will be present here
that allows you to bring your converterOs software up to date.

Blackmagic Converter Models

Blackmagic Converters provide conversion solutions for all types of conditions. For example,
Mini!Converters are tough and lightweight so you can mount them on video equipment or
video trays, Battery Converters are super strong with a built in rechargeable battery so are
portable and self powered and Blackmagic Micro Converters are tiny SDI to HDMI and HDMI to
SDI converters that can be powered via USB so are perfect for attaching to monitors and
laptop!computers.

The following pages contain information about your Blackmagic Converter, plus switch settings
and setup software settings.

Teranex Mini Converters

Blackmagic Teranex Mini Converters are 12G-SDI converters that support video formats up to
4K DCI 60p. These converters can be controlled using an optional Teranex Mini Smart Panel
with built in LCD, buttons and a rotary knob, and can be powered via Ethernet. If you are
looking for information about these converters, including controlling them via the Blackmagic
Teranex Setup utility, refer to the Teranex Mini Converters manual which you can download
from the Blackmagic Design support center at www.blackmagicdesign.com/support

Teranex Mini Converters
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Blackmagic Micro Converters

With Micro Converter SDI to HDMI you can connect a huge range of HDMI displays and video
projectors to SDI based equipment. Your Micro Converter SDI to HDMI automatically detects
between SD/HD/3G-SDI and converts to HDMI with embedded audio. This tiny broadcast
quality converter is protected by a strong aluminum chassis and powers over USB, meaning you
can power your Blackmagic Micro Converter via your laptop or televisionOs USB connector using
a common micro USB cable. Micro USB cables are used to connect some cell phones to
chargers and laptops, so if you have one of these, you can use the same cable. If the USB
connector on your cable is a different type, the correct cable can be purchased from most
electronic equipment stores.

Blackmagicdesign 8
(@) SPBIN D
BI{gro€hnveltsr
ERSLrSoTRM|
(@) SPBLODBDET —

SDI In
Primary SDI input BNC connector.

SDI Loop
Loop through output of your SDI input BNC connector.

Micro USB / Power

Provides power from the included adapter or any device capable of providing 5V via
a standard USB to Micro USB cable, such as a laptop or television. Also connects to
Blackmagic Converters Setup software via your Mac OS X or Windows Computer.

HDMI Out
HDMI type A video output.

The Blackmagic Converters Setup utility can be used to change settings and update your
Micro!lConverterOs software. You can access these settings by moving between the Ovideod
and OaboutO tabs.

The OaboutO tab is detailed in the Ochanging settingsO section in this manual.

The OvideoO tab for Micro Converter SDI to HDMI contains the following settings.

Blackmagic Micro Converters
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SDI to HDMI Micro

Micro Converter SDI to HOMI

Video About

Processing
V' clip video output to legal levels

If this setting is off, the HOMI output will not be a true representation of the SDI input, and
may display illegal colors.

Cancel Save

The Oclip video output to legal levelsO settingclsecked by default. This
setting ensures your HDMlloutput is a true representation of the SDI input.

Processing menu

The Oclip video output to legal levels® checkbox controls clipping of your SDI input to ensure that
it stays within HDMI legal levels and should be kept on by default.

Micro Converter SDI to HDMI Block Diagram

Automatic
Input automatically SD/HD/3G-SDI Cable | ———»
detects between Driver and Re-clocker
SD/HD/3G-SDI Locg)UtSDl

Equalizer and Customizable HDMI Video and ’
° ’ 10-bit De-serializer | ® | Video Processor | ® | Audio Formatter E

SDI In HDMI Out

’ Central Processor | coooocoo__.__1
? and Firmware
Micro USB

You can use Micro Converter HDMI to SDI to convert HDMI outputs from devices such as
HDV!cameras and game consoles to SDI. This means you can send video signals from
HDMIl!over SDI using the longest SDI cables. You can even add SDI outputs to computers with
HDMI!compatibility. This tiny broadcast quality converter is protected by a strong aluminum
chassis and powers over USB, meaning you can power your Blackmagic Micro Converter via
your laptop or televisionOs USB connector using a common micro USB cable. Micro USB cables
are used to connect some cell phones to chargers and laptops, so if you have one of these,
youlcan use the same cable. If the USB connector on your cable is a different type, the correct
cable can be purchased from most!electronic equipment stores.

Blackmagic Micro Converters
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SDI OUT
SDI video output BNC connector.
SDI OUT

Second SDI output.

Micro USB / Power

Provides power from the included adapter or any device capable of providing 5V via
a standard USB to Micro USB cable, such as a laptop or television. Also connects to
Blackmagic Converters Setup software via your Mac OS X or Windows Computer to
update the Micro ConverterOs internal software.

HDMI In
HDMI type A video input.

The Blackmagic Converters Setup utility can be used to change settings and update your
Micro!ConverterOs software. You can access these settings by moving between the Ovideo,0
and OaboutO tabs.

The OaboutO tab is detailed in the Ochanging settingsO section in this manual.

The OvideoO tab for Micro Converter HDMI to SDI contains the following settings.

HDMI to SDI Micro

Micro Converter HDMI to SDI

1101

Video About

Processing

36 output: ) Level B (Normal) Level A

Cancel Save

Use the OvideoO tab in Blackmagic Converters Setup
to toggle SDI levels.

Blackmagic Micro Converters
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Processing menu

The 03G Output® menu lets you select between Level A or Level B 3G-SDI. This setting lets you
change the 3G-SDI output standard to maintain compatibility with equipment that can only
receive level A or level B 3G-SDI video. Level B is the default setting.

Micro Converter HDMI to SDI Block Diagram

Input automatically
detects between
SD/HD/3G-SDI

i f Automatic - » ° SDI Out
=’ HDI Video Customizable SD/HD/3G-SDI Cable

and audio decoder | ® | Video Processor :
Driver and Re-clocker | p ° SDI Out

HDMI In

’ Central Processor || cccocccooooo__d
? and Firmware
Micro USB

Micro Converter BiDirectional SDI/HDMI converts SD and HD video from HDMI to SDI, and SDI
to HDMI with embedded audio simultaneously. For example, you can convert the HDMI output
from an HDV camera to SDI for longer cable lengths, while also converting an SDI return feed
to HDMI so you can connect to an HDMI TV.

If you have only one input connected, the SDI and HDMI outputs both become loop outputs so
you can feed the input signal to other HDMI and SDI equipment.

Your Micro Converter BiDirectional SDI/HDMI automatically detects SD/HD/3G-SDI input format
and sets the output format to match.

This tiny broadcast quality converter is protected by a strong aluminum chassis. It is powered
over USB, meaning you can power your Blackmagic Micro Converter BiDirectional SDI/HDMI
from your laptop or televisionOs USB connector using a common micro USB cable. Micro USB
cables are used to connect some cell phones to chargers and laptops, so if you have one of
these, you can use the same cable. If the USB connector on your cable is a different type,

the correct cable can be purchased from most electronic equipment stores.
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HRMIGUT

NHSRIN)eBIB oo
BiPiredtionsl SRYUB M

i

s

BRI
SDHIN

¥
O

Blackmagic Micro Converters

17



HDMI Out
HDMI type A video output.

HDMI In
HDMI type A video input.

Micro USB / Power

Provides 5V power from any device capable of providing 5V via a standard
USB!to!Micro USB cable, such as a laptop or television. Also connects to
Blackmagic!Converters Setup software via your Mac OS X or Windows Computer.

SDI Out
SDI video output BNC connector.

SDI In
SDI video input BNC connector.

The Blackmagic Converters Setup utility can be used to change settings and update your
Micro!ConverterOs software. You can access these settings by moving between the Ovideo,0 and
OaboutO tabs.

The OAboutO tab is described in the OChanging Settings® section in this manual.
The OVideoO tab for Micro Converter BiDirectional SDI/HDMI contains the following settings.

7 <

Nirartinnal NMicre d
BiDirectional Micro -
Micro Converter BiDirectional SDI/HIDMI >
Video About

Processing

v/ Clip video output to legal levels

3G output: Q) Level 8 (Normal)
Level A

Cancel Save

The OClip video output to legal levelsO setting is checked by
default. This setting makes sure your HDMI output is a true
representation of the SDI input.

Processing menu
The OClip video output to legal levelsO checkbox controls clipping of your SDI input to ensure
that it stays within HDMI legal levels and should be kept on by default.

The 03G Outputd setting lets you select between Level A or Level B 3G-SDI. This changes the
3G-SDI output standard to maintain compatibility with equipment that can receive only level A
or level B 3G-SDI video. The default setting is Level B.

Blackmagic Micro Converters 18



Micro Converter BiDirectional SDI/HDMI Block Diagram
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Blackmagic Mini Converters

Mini Converter SDI to HDMI can connect a huge range of HDMI displays and video

projectors!to SDI based equipment. Your Mini Converter SDI to HDMI automatically detects
between SD/HD/3G-SDI and converts to HDMI with embedded audio, plus balanced AES/EBU
or analog!audio out.
(@)
Blackmagicdesien O
gicdesig 2
n SDIouT
MiniConverter
SDI to HDMI
' e |
HDMI

HDMI type A video output.

L - ANALOG or AES/EBU
Balanced left channel analog audio, or AES/EBU digital audio output on a
1/40ljack!connector.

R - ANALOG
Balanced right channel analog audio output 1/40 jack connector.

MINI-B USB PORT
Connects to the Converters Setup software via your Mac OS X or Windows computer.
The Mini ConverterOs internal software is also updated using the USB port.

SDI OUT
SDI video output on a BNC connector.

Blackmagic Mini Converters
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ALT SDI IN
Redundant SDI input is provided as an optional back up.

SDIIN
Primary SDI input.

POWER +12V
12 volt power supply input.

Switch 8 - Analog Audio, AES/EBU Audio

Set switch 8 to OFF to select balanced analog audio, or to ON for digital AES/EBU audio output.

Switch 4 - SDI Audio De-Embed Bit 2

Switches 4, 3 and 2 are grouped together to provide 8 ON/OFF combinations. Having eight
different combinations allows eight independent pairs of audio channels to be de-embedded
from your SDI input and output to HDMI, analog or AES/EBU audio.

Switch 3 - SDI Audio De-Embed Bit 1

See switch 4 description.

Switch 2 - SDI Audio De-Embed Bit 0
See switch 4 description.

Switch 1 - Processing Off - Processing On
This switch is not used.

o~ w
MiniConverter
SDI to HDMI
OFF Y ON )
y N

~
8 | AnaLoG AuDio | AEs/EBU AUDIO / SDI AUDIO SELECTION TABLE

142 i oy OOOOCCIOIC]
7 g mimim [ | |
87 654321

344 O8N OOOOCICIEO
orr MO
6 87 654321

546 9N o | o [ o | o
orr I
5 87 65 4321

74+g OV OOOCOCIEEC]
[l | [ | [ [
87 65 4321

4 SDI AUDIO DE-EMBED BIT 2 o OOCOCOmOCC
9410 o QOO IMMC]

hd 87 654321
3 SDI AUDIO DE-EMBED BIT 1 11 +12 : O OOOCIMCIEEC

orr IO
° 87 654321

2 SDI AUDIO DE-EMBED BIT 0 13+14 { g %E%E;;gg
o

: on IO
1 PROCESSING : PROCESSING 15+16 & orr OOOOODOO
L OFF H ON : 87654321)

The switch legend on the base of your converter gives you
all the information you need to change conversion settings.

Mini Switch Settings Example

Experiment with the switches by setting your Blackmagic Mini Converter to de-embed
SDllaudio channels 1 and 2 and output to analog by setting switches 8, 4, 3 and 2 to the
OFF position.

Blackmagic Mini Converters
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SDI Audio Selection Table

Audio Channels Switch 4 Switch 3 Switch 2 Switch Diagram

| || | o | |
1and 2 OFF OFF OFF or OO MEmE
8 7 6 543 21

3and 4 OFF OFF ON o BEEOCmEmas
8 7 6 54 3 21
5and 6 OFF ON OFF B T o]
8 7 6 54 3 21
7 and 8 OFF ON ON o BEoOEmeEE
8 7 6 54 3 21
9and 10 ON OFF OFF o BEEOEEEs
8 7 6 54 3 21
11 and 12 ON OFF ON o OEoOomes
8 7 6 5 4 3 21
13 and 14 ON ON OFF o BooEEEe
8 7 6 54 3 21
15 and 16 ON ON ON o BEoEEaeE

8 7 65 4321

The Converters Setup utility can be used to change settings and update your Mini
ConverterOslsoftware. You can access these settings by moving between the Ovideo,0
Oaudio,0!and!OaboutO tabs.

The OaboutO tab is detailed in the Ochanging settingsd section in this manual.

The OvideoO tab for Mini Converter SDI to HDMI contains the following settings.

Processing menu

The Oclip video output to legal levelsO checkbox controls clipping of your SDI input to ensure that
it stays within HDMI legal levels and should be kept on by default.

SDI to HDMI
Mini Converter SDI to HDMI

Video Audio About

Processing

~/ Clip video output to legal levels

If this setting is off, the HDMI output will not be a true representation of the SDI input. and
may display illegal colors

Cancel Save

The Oclip video to legal levelsO setting is checked by default.
This ensures that your HDMI video output stays within legal levels.
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The OaudioO tab for Mini Converter SDI to HDMI contains the following settings.

Output Levels menu

This menu allows you to adjust the gain on the audio output. You can adjust audio levels
independently per channel, or together by clicking the OlinkO icon next to their sliders. To reset
all audio levels back to 0 dB click the OresetO button at the top of the Ooutput levelsO menu.

SDI to HDMI
Mini Converter SDI to HDMI

Video Audio About
Output Levels )
Ch1: < 36.12d8B -
&
Ch2: -3612d8  —
ALS/EBU:  « -36.12d8B

Cancel Save

Use the OaudioO tab in Converte&stup to adjust audio levels.

Mini Converter SDI to HDMI Block Diagram

Automatic
SD/HD/3G-SDI |~

Cable Driver Loop SDI
Analog or AES/EBU Out
° AES/EBU Audio Out Switch
Input automatically Audio Formatter —o LA @
detects between SD,
SDIin HD and 3G-SDI Left Analog Out
' or AES/EBU Out
Redundant Equalizer, . Audio Digital to |
Input Automatic | p | Re-Clockerand | p V(i:duescgogr]gcaetzgor Analog with ' @
—> Change Over 10 bit De-Serializer Balanced Output !
| H Right Analog Out
Alt SDI In ' H e L R N .
Central . . : '
SDI Audio HDMI Video and
—> . -_
"P Processor and ~ De-Embedder Audio Formatter . E
Firmware T ' HDMI Out
UsB 2 RSN : u
Mini Switches

With Mini Converter SDI to HDMI 4K and the SDI to HDMI 4K Heavy Duty model, you can
connect a huge range of HDMI displays and video projectors to SDI based equipment. Your
Mini Converter SDI to HDMI 4K automatically detects between SD/HD/3G/6G-SDI and converts
to HDMI with embedded audio, plus balanced AES/EBU or analog audio out. The HDMI instant
lock feature lets you lock the HDMI output so that changing sources using the same format is
clean and glitch free. If your converter detects an HD monitor or TV connected to the HDMI
output and has Ultra HD connected to the SDI input, the Ultra HD source will be automatically
down converted so you can view the Ultra HD source on an HD monitor.
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SDILOCK
HDMI
SDI ouT

m
MiniConverter

SDI to HDMI 4K srsonm

L - ANALOG or AES/EBU

SDIIN

R-ANALOG Auto Switching SD, HD and Ultra HD POWER

ULTRA=D 6GSD7 2

HDMI
HDMI type A video output.

L - ANALOG or AES/EBU

Balanced left channel analog audio, or AES/EBU digital audio output 1/40 jack connector.

R - ANALOG
Balanced right channel analog audio output 1/40 jack connector.

MINI-B USB PORT
Connects to the Converters Setup software via your Mac OS X or Windows computer.
The Mini ConverterOs internal software is also updated using the USB port.

SDI OUT
SDI video output BNC connector.

ALT SDI IN
Redundant SDI input is provided as an optional back up.

SDIIN
Primary SDI input.

POWER +12V
12 volt power supply input.

On the Mini Converter Heavy Duty model, the switches are protected by a rubber
dust cover. Simply lift the edge of the cover to access the switches.

Mini Converter SDI to HDMI 4KOs switches provide the following settings:

Switch 8 - Analog Audio, AES/EBU Audio
Set switch 8 to OFF to select balanced analog audio, or to ON for digital AES/EBU audio output.

Switch 4 - SDI Audio De-Embed Bit 2

Switches 4, 3 and 2 are grouped together to provide 8 ON/OFF combinations. Having eight
different combinations allows eight independent pairs of audio channels to be de-embedded
from your SDI input and output to HDMI, analog or AES/EBU audio.
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Switch 3 - SDI Audio De-Embed Bit 1
See switch 4 description.

Switch 2 - SDI Audio De-Embed Bit O
See switch 4 description.

Switch 1 - Processing Off - Processing On
This switch is not used.

 ~ N
Mini Converter
SDI to HDMI 4K
oFF ¥ _on_

y N )

8 | AnaALoG AuDIo | AEs/EBU AUDIO SDI AUDIO SELECTION TABLE
142 | " OOOODOCO

7 orr I ]
87 654321

344 10N o o o [ o [ | [

orr IO

6 87 654321
546 i oM o o o [ [ | o [

orr OOOOMOIME

5 87 65 4321
745 | oy OO

+ SESENEaa

4 SDI AUDIO DE-EMBED BIT 2 9410 i ON o | o [ | o o o |
. + SES0RE—

SDI AUDIO DE-EMBED BIT 1 { oy DOOCOmOmO

3 11412 o DOOOCOMOD
° 87 65 4321

2 SDI AUDIO DE-EMBED BIT 0 13+14 | Sy EOCCEEOC
- 87 654321

on CICICICI T

1 PROCESSING PROCESSING N”é orr OOOCOOIOCIT
OFF ON 87 654321

The switch legend on the base of your converter gives you
all the information you need to change conversion settings.

Mini Switch Settings Example

Experiment with the switches by setting your Blackmagic Mini Converter to de-embed
SDllaudio channels 1 and 2 and output to analog by setting switches 8, 4, 3 and 2 to the
OFF position.

SDI Audio Selection Table

Audio Channels Switch 4 Switch 3 Switch 2 Switch Diagram

1and?2 OFF OFF OFF o SESEEEEE

87 65 432

3and 4 OFF OFF ON > 5555??;15

5and 6 OFF ON OFF o BEEOEmeEs

87 654321

7and 8 OFF ON ON o 5555?5;15

9and 10 ON OFF OFF o 55555??15

11and 12 ON OFF ON o OEoOomes

87 654321

13and 14 ON ON OFF > 555555?5

15and 16 ON ON ON o BooEeEE

87 65 4321
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The Converters Setup utility can be used to change settings and update your Mini ConverterOs
software. You can access these settings by moving between the Ovideo,0 Qaudio,0 and
OaboutO tabs.

The OaboutO tab is detailed in the Ochanging settingsO section in this manual.

The OvideoO tab for Mini Converter SDI to HDMI 4K contains the following settings.

SDI to HDMI 4K
Mini Converter SDI to HDMI 4K«

Video Audio About

Processing

v/ HDMiI instant lock
v Clip video output to legal levels

If this setting is off, the HDMI output will not be a true representation of the SDI input, and

may display illegal colors

Cancel Save

The Oclip video to legal levelsO setting is checked by default.
This ensures that your HDMI video output stays within legal levels.

Processing menu
, HDMI Instant Lock

Select this checkbox to enable the HDMI instant lock feature. When HDMI instant
lock is enabled, the HDMI output signal is kept active even when changing sources.
This means your converter does not have to wait for the HDMI television or monitor
to lock before displaying the video output as the HDMI signal is already locked. 1tOs
important to note that this feature only works when changing sources using the same
video standard.

The HDMI instant lock feature can introduce a small delay in video and audio, so if you
need zero delay in your converted output you can bypass the HDMI instant lock feature
by deselecting the checkbox.

Clip Video Output to Legal Levels

This checkbox controls clipping of your SDI input to ensure that it stays within
HDMI!legal levels and should be kept on by default.

Output Levels menu

This menu allows you to adjust the gain on the audio output.You can adjust audio levels
independently per channel, or together by clicking the Olink® icon next to their sliders. To reset
all audio levels back to 0 dB click the OresetO button at the top of the Ooutput levelsO menu.

The OaudioO tab for Mini Converter SDI to HDMI 4K contains the following settings.
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Video

Output Levels

Audio

SDI to HDMI 4K

Mini Converter SDI to HDMI 4K

About

Ch1: <

Ch2:

AES/EBU: <

-36.12d8 —

361248 —

-36.12d8

Cancel

Mini Converter SDI to HDMI 4K Block Diagram

0

SDI In

0o-.

Alt SDI In

¢
usB

Input automatically
detects between
SD, HD and Ultra HD

Use the OaudioO tab in Converters Setup to adjust audio levels.

AES/EBU
Audio Formatter

Automatic
SD/HD/Ultra HD |
Cable Driver Loop SDI
Analog or AES/EBU Out
Audio Out Switch
—O- ©)

Left Analog Out
or AES/EBU Out

Redundant Equalizer, Video Processor Audio Digital to H
Input Automatic | p | Re-Clocker and and Down Analog with ' @
Change Over 10 bit De-Serializer Converter Balanced Output '
| K ' Right Analog Out
H L2 N !
Central tIIsiiiit . HDMI Video and :
Processorand ||~ SDI Audio Audio Formatter | —— 8 o
Firmware z De-Embedder and Instant Lock .
: HDMI Out
a : '
(TLLLLLT '
Mini Switches

With Mini Converter SDI to HDMI 6G, you can connect a huge range of HDMI displays and
video projectors to SDI based equipment. Your Mini Converter SDI to HDMI 6G automatically

detects between SD SDI, HD-SDI, 3G-SDI and 6G-SDI input sources and converts to HDMI with

embedded audio, plus balanced AES/EBU or analog audio out.

The HDMI instant lock feature lets you lock the HDMI output so that changing sources using the

same format is clean and glitch free. If your converter detects an HD monitor or TV connected
to the HDMI output and has Ultra HD connected to the SDI input, the Ultra HD source will be
automatically down converted so you can view the Ultra HD source on an HD monitor.
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You can also load 3D LUTs for adding looks, grades, and color profiles to your converted
output. The 3D LUT is a full 33 point hardware lookup table for greater accuracy with color
manipulation and can even be used to accurately color calibrate consumer televisions so they
can be used for critical color correction work. The 3D LUT also allows color space conversions
so different color spaces can be used with various displays. Your Mini Converter SDI to HDMI
6G comes with two default LUTs, including color to monochrome and Blackmagic camera
default color space to REC 709.

(@]
Blackmagicdesign O
gl gl o
./\' SDI OUT
MiniConverter
SDI to HDMI 6G ALT SDI IN

L - ANALOG or AES/EBU
SDIIN

R-ANALOG Auto Switching SD, HD and Ultra HD POWER

ULTRAH=D 6BGSD7 i

HDMI
HDMI type A video output.

L - ANALOG or AES/EBU

Balanced left channel analog audio, or AES/EBU digital audio output 1/40 jack connector.

R - ANALOG
Balanced right channel analog audio output 1/40 jack connector.

MINI-B USB PORT
Connects to the Converters Setup software via your Mac OS X or Windows computer.
The Mini ConverterOs internal software is also updated using the USB port.

SDI OUT
SDI video output BNC connector

ALT SDI IN
Redundant SDI input is provided as an optional back up.

SDI'IN
Primary SDI input.

POWER +12V
12 volt power supply input.

Mini Converter SDI to HDMI 6GOs switches provide the following settings:

Switch 8 - Analog Audio, AES/EBU Audio
Set switch 8 to OFF to select balanced analog audio, or to ON for digital AES/EBU audio output.

Switch 7 - LUT Off, LUT On
Set Switch 7 to OFF to disable the LUT, or to ON to enable the LUT.
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Switch 6 - LUT 1, LUT2
Set Switch 6 to OFF to select LUT 1, or to ON to select LUT 2.

Switch 5 - LUT On Loop Off, LUT On Loop On
Set Switch 5 to OFF to select LUT On Loop Off, or to ON to select LUT On Loop On.

Switch 4 - SDI Audio De-Embed Bit 2

Switches 4, 3 and 2 are grouped together to provide 8 ON/OFF combinations. Having eight
different combinations allows eight independent pairs of audio channels to be de-embedded
from your SDI input and output to HDMI, analog or AES/EBU audio.

Switch 3 - SDI Audio De-Embed Bit 1
See switch 4 description.

Switch 2 - SDI Audio De-Embed Bit O
See switch 4 description.

Switch 1 - HDMI Instant Lock Off, HDMI Instant Lock On

Set switch 1 to OFF to select HDMI Instant Lock Off, or to ON to select HDMI Instant Lock On.

When HDMI instant lock is enabled, the HDMI output signal is kept active even when changing
sources. This means your converter does not have to wait for the HDMI television or monitor to
lock before displaying the video output as the HDMI signal is already locked. 1tOs important to

note that this feature only works when changing sources using the same video standard.

The HDMI instant lock feature can introduce a small delay in video and audio, so if you need
zero delay in your converted output you can bypass the HDMI instant lock feature by turning
HDMI Instant Lock OFF.

a ~ N
Mini Converter
SDI to HDMI 6G
i [ SDIAUDIO SELECTION TABLE )
8 ANALOG AUDIO AES/EBU AUDIO
‘ e | o
FF
7 LUT OFF LUTON 87654321
344 | o OOOOCCmO
 BESC==E0
6 i Lr2 516 | oy OOOOCIMOD
+ BE55=0RD
5 LUT ON LOOP LUT ON LOOP o OOOOCmme]
- 8 | o BEE

| on CICICICIMCICIC]
4 SDI AUDIO DE-EMBED BIT 2 9+10 i N ????????

3 SDI AUDIO DE-EMBED BIT 1 n+12 | Sy EEEEECEO
87 65 43 21

13e1a | o8 OOCCOEEOD

2 SDI AUDIO DE-EMBED BIT 0 orr OO
876524321

| ! ov OO

1 HDMI INSTANT HDMI INSTANT 15416 ¢ o OOOOOOOO
LOCK OFF LOCK ON i §7654321

The switch legend on the base of your converter gives you all the
information you need to change conversion settings

Mini Switch Settings Example

Experiment with the switches by setting your Blackmagic Mini Converter to de-embed SDI

audio channels 1 and 2 and output to analog by setting switches 8, 4, 3 and 2 to the OFF position.
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SDI Audio Selection Table

Audio Channels Switch 4 Switch 3 Switch 2 Switch Diagram

1and?2 OFF OFF OFF = %ESEEEEE

87 65 432

3 and 4 OFF OFF ON b 5555??;15

5and 6 OFF ON OFF o BEEoEmOEE

8 7 6 54 3 21
7 and 8 OFF ON ON o BooEmeEE
8 7 6 54 3 21
9and 10 ON OFF OFF o BEEOEEEEe
8 7 6 54 3 21
11 and 12 ON OFF ON o OEoOomes
8 7 6 5 4 3 21
13 and 14 ON ON OFF o BooEEEe
8 7 6 54 3 21
15 and 16 ON ON ON o BEoEaEE

87 654321

The Converters Setup utility can be used to change settings and update your Mini ConverterOs
software. You can access these settings by moving between the Ovideo,® Oaudio,® and Oabout®
tabs. The OaboutO tab is detailed in the Ochanging settingsO section in this manual.

The OvideoO tab for Mini Converter SDI to HDMI 6G contains the following settings.

SDI to HDMI 6(
Mini Converter SDI to HDMI 6G  «¢»

Video Audio About

Processing

+ Clip video output to legal levels
Load 3D LUT 1: Load monochrome

Load 3D LUT 2: Load Blackmagic 4.6K Film to Rec709

Cancel Save

The Oclip video output to legal levelsO setting is checked by default.
This ensures that your HDMI video output stays within legal levels.
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Processing menu
, 33 Point 3D LUT

Your Mini Converter SDI to HDMI 6G supports .cube LUT files that can be created using
DaVinci Resolve software, or other color correction software that can export .cube files.

You can load 2 separate LUTs by clicking on the Oload® button for each LUT slot,
selecting the desired .cube file from your computer, and clicking OOKO. Click OsaveO to
confirm your settings. The LUT filename will appear next to each Oload® button so you
know which LUT is being used for LUT 1 or LUT 2.

What is a 3D LUT?

A 3D LUT, or O3D Lookup Table®, is a file containing table of values that are used to
modify the video colorspace to a new set of color values in a 3D cube space.

The color cube contains all the variations between the mix of each primary color,
defined within three x, y, z spatial dimensions. This means the RGB channels in the SDI
input video can be remapped to any other RGB output color in the HDMI video output.
This is very powerful as it means any color can be mapped to any other color so you
can perform very precise color adjustments for calibrating displays, or loading log
gamma curves for display when working with different types of raw camera files on set
where you want to see linear gamma.

To show how powerful 3D LUTs can be, one of the default LUTs loaded can convert
your input video to black and white. This shows that all the input RGB colors are
remapped via the 3D LUT to black and white RGB output values via the HDMI output.
You can create your own 3D LUTs and upload them via the admin software and DaVinci
Resolve even allows you to convert a color grade setting to a 3D LUT that you can then
upload to your Mini Converter SDI to HDMI 6G. You can output the 3D LUT on the SDI
video loop output so you could even use your Mini Converter as a dedicated 3D LUT
color processor even if you donOt use the HDMI output!

For more information on how to create a 3D LUT .cube file, refer to the DaVinci Resolve
manual which you can download from the Blackmagic Design website at
www.blackmagicdesign.com/support.

Clip Video Output to Legal Levels

This checkbox controls clipping of your SDI input to ensure that it stays within HDMI
legal levels and should be kept on by default.

Output Levels menu

This menu allows you to adjust the gain on the audio output. You can adjust audio levels
independently per channel, or together by clicking the Olink® icon next to their sliders. To reset
all audio levels back to 0 dB click the Oresetd button at the top of the Ooutput levels® menu. The
OaudioO tab for Mini Converter SDI to HDMI 6G contains the following settings.
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mY] | A Y
SDI to HDMI 6G
Mini Converter SDI to HDMI 6G  «&»
Video Audio About
Output Levels O
Ch1: 161d8  —
@
Ch2: =— s53d8 —
AES/EBU: e 0.00dB
Cancel Save

Use the OaudioO tab in Converters Setup to adjust audio levels

Mini Converter SDI to HDMI 6G Block Diagram

Automatic
SD/HD/UltraHD | —®
Cable Driver Loop SDI
Analog or AES/EBU Out
Audio Out Switch
— Qoo O)

Left Analog Out

) AES/EBU
Input automatically Audio Formatter
detects between
SDIIn SD, HD and Ultra HD
Redundant Equalizer, Video Processor Audio Digital to
Input Automatic | p | Re-Clocker and and Down Analog with
—> Change Over 10 bit De-Serializer Converter Balanced Output
Alt SDI In H v el
Central . HDMI Video and
SDI Audio y
—> Processor and Audio Formatter
‘P Firmware De-Embedder and Instant Lock
usB a '
Mini Switches

Your Mini Converter HDMI to SDI can convert HDMI outputs from devices such as HDV cameras
and game consoles to SDI with the choice to embed audio from HDMI, AES/EBU or balanced

or AES/EBU Out

.0

Right Analog Out

HDMI Out

analog audio inputs. This means you!lcan send video signals from HDMI over SDI using the
longest SDI cables. You can even add SDlloutputs to computers with HDMI compatibility.

This converter also includes HD to SD down!conversion.
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HDMI

splouT

mn
MiniConverter

HDMI to SDI

| .ANALOG or
AES/EBU

R-ANALOG

POWER (f
+|2v

HDMI
HDMI type A video input.

L - ANALOG or AES/EBU

Balanced left channel analog audio or AES/EBU digital audio input on a 1/40 jack connector.

R - ANALOG
Balanced right channel analog audio input 1/40 jack connector.

MINI-B USB PORT
Connects to the Converters Setup software via your Mac OS X or Windows computer.
The Mini ConverterOs internal software is also updated using the USB port.

SDI OUT
SDI video output on a BNC connector.

SDI OUT
Second SDI output.

POWER +12V
12 volt power supply input.

Mini Converter HDMI to SDIOs switches provide the following settings:

Switch 8 - Analog Audio, AES/EBU Audio

Set switch 8 to OFF to select balanced analog audio, or to ON for digital AES/EBU audio input.
To use these inputs Switch 7 must also be set to ON.

Switch 7 - HDMI Audio - Input Audio
Set switch 7 to OFF to select embedded HDMI audio, or to ON for analog or AES/EBU audio.

Switch 1 - Processing Off - Processing On

Down convert HD to SD with 3 types of aspect ratios by cycling through switch 1. For example,
each time you cycle between OFF and On you apply anamorphic, center cut or letterbox aspect
ratios. Leaving switch 1 set to OFF bypasses the down converter and outputs in HD.

When connected to the Blackmagic Converters Setup via USB, your down conversion settings
are controlled by the software. If you want the converter to remember your software settings,
disconnect from the computer, power cycle your converter and set your down conversion using
mini switch 1.
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 ~ 1
Mini Converter
HDMI to SDI
I S
8 ANALOG AUDIO AES/EBU AUDIO
7 HDMI AUDIO INPUT AUDIO
6
5
4
3
2
1 PROCESSING PROCESSING
OFF H ON
r.

The switch legend on the base of your converter gives you
all the information you need to change conversion settings.

The Converters Setup utility can be used to change settings and update your Mini ConverterOs

software. You can access these settings by moving between the Ovideo,® Oaudio,® and OaboutO tabs.

The OaboutO tab is detailed in the Ochanging settingsO section in this manual.

The OvideoO tab for Mini Converter HDMI to SDI contains the following settings.

Processing menu

This menu lets you select the aspect ratio of content that is down converted from HD to SD.
Theloptions are Oletterbox,® Oanamorphic,® Ocenter cutd, or Ooff.O

HDMI to SDI
Mini Converter HDMI to SDI

Video Audio About

Processing

Downconversion: -

Letterbox

Based on the current DIP switch setting.

Cancel Save

Use the OvideoO tab in Converters Setupo adjust processing settings.
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The OaudioO tab for Mini Converter HDMI to SDI contains the following settings.

Input Levels menu

This menu allows you to adjust the gain on the audio input. You can adjust audio levels
independently per channel, or together by clicking the OlinkO icon next to their sliders. To reset
all audio levels back to 0 dB click the OresetO button at the top of the Oinput levels® menu.

HDMI to SDI v
Mini Converter HDMI to SDI ,o,“

Video Audio About

Input Levels )
Cht: - -36.12d8 —
Ch2: « -36.12 dB

AES/EBU:  « 36.12d8B

Cancel Save

Use the OaudioO tab in Converters Setup to adjust audio levels.

Mini Converter HDMI to SDI Block Diagram

Analog or AES/EBU

Audio Switch
AES/EBU
® oo o—b Sample Rate
_______ Converter
Left Analog In
or AES/EBU

Audio Analog to

! . Digital with
v _....| Balanced Input SDI Out
Right Analog In E !

= »| HDMI Video and i Customizable SDI Audio Automatic — ¢
Audio Decoder 7| Video Processor | ¥ Embedder - SCDQEE%%Q?I »
HDMI In . °
Central --t : ' SDI Out
—— | Processor and -
USB Firmware
a

Mini Switches

Your Mini Converter HDMI to SDI 4K and the HDMI to SDI 4K Heavy Duty model can convert
HDMI outputs from devices such as HDV!cameras and game consoles to SDI with the choice to
embed audio from HDMI, AES/EBU or balanced analog audio inputs. This means you can send

video signals from HDMI over SDI using the longest SDI cables. You can even add SDI outputs
to computers with HDMI!compatibility.
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HDMI

B

M
MiniConverter

HDMI to SDI 4K wer

L -ANALOG or
AES/EBU

R-ANALOG Auto Switching SD, HD and Ultra HD POWER @)
+1zv

ULTRA=D 6GSD)

HDMI
HDMI type A video input.

L - ANALOG or AES/EBU
Balanced left channel analog audio or AES/EBU digital audio input 1/40 jack connector.

R - ANALOG
Balanced right channel analog audio input 1/40 jack connector.

MINI-B USB PORT
Connects to the Converters Setup software via your Mac OS X or Windows computer.
The Mini ConverterOs internal software is also updated using the USB port.

SDI OUT
SDI video output BNC connector.

SDI OUT
Second SDI output.

POWER +12V
12 volt power supply input.

On the Mini Converter Heavy Duty model, the switches are protected by a rubber
dust cover. Simply lift the edge of the cover to access the switches.

Mini Converter HDMI to SDI 4KOs switches provide the following settings:

Switch 8 - Analog Audio, AES/EBU Audio

Set switch 8 to OFF to select balanced analog audio, or to ON for digital AES/EBU audio input.
To use these inputs Switch 7 must also be set to ON.

Switch 7 - HDMI Audio - Input Audio
Set switch 7 to OFF to select embedded HDMI audio, or to ON for analog or AES/EBU audio.
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Switches 2, 1 - Select Format Bit 1,0

When connecting an HDMI source that can output Ultra HD and HD, you can set your converter
to force the source output to one or the other. This can be helpful when you want to record or
display your computerOs desktop on SDI equipment in HD so it is larger and easy to view.

While it may appear like itOs an up or down conversion setting, what your converter is actually
doing is telling your source equipment to output Ultra HD or HD video so that your converter can

then output the source videoOs native HD or Ultra HD resolution without up or down!conversion.

To force your source video to HD, Ultra HD, or to let your converter automatically negotiate the
optimum resolution with your source equipment, simply use combinations of switches 1 and 2.
The combination settings are shown below.

AUTO - switch 1 to OFF, switch 2 to OFF.

Your converter will negotiate an optimum HD or Ultra HD resolution with your source equipment
based on its output capabilities.

FORCE TO HD - switch 1 to OFF, switch 2 to ON.

If your HDMI source equipment is capable of outputting HD and Ultra HD, your converter will
instruct the source equipment to output HD video.

FORCE TO ULTRA HD - Switch 1 to ON, Switch 2 to OFF.

If your HDMI source equipment is capable of outputting HD and Ultra HD, your converter will
instruct the source to output Ultra HD video.

7

~
MiniConverter
o ¥~ ov
- v ~
8 | AnALoG Aubio | AEs/EBU AuDIO
+
7 HDMIAUDIO | INPUT AUDIO
6
5
H ( FORMAT h
4 AUTO
i on OOOOOOT]
H orr OO
e 87654321
3 i FORCE TO HD
on OOOOOCOME
orr OO
2 SELECT FORMAT 87654321
Ty FORCE TO ULTRA HD
on OOOOCOCICIm
1 SELECT FORMAT orr OOICICICI MO
\_ o 87 654321 J

The switch legend on the base of your converter gives you
all the information you need to change conversion settings.

The Converters Setup utility can be used to change settings and update your Mini ConverterOs
software. You can access these settings by moving between the Gaudio,® and Oaboutd tabs.

The OaboutO tab is detailed in the Ochanging settingsO section in this manual.

The OaudioO tab for Mini Converter HDMI to SDI 4K contains the following settings.
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Input Levels menu

This menu allows you to adjust the gain on the audio input. You can adjust audio levels
independently per channel, or together by clicking the Olink® icon next to their sliders. To reset
all audio levels back to 0 dB click the OresetO button at the top of the Oinput levels® menu.

HDMI to SDI 4K

Mini Converter HDMI to SDI 4K

Audio About

Input Levels
Ch1: A
Ch2 «

AES/EBU:  «

-36.12dB

-36.12d8B

36.12dB

Cancel Save

Use the OaudioO tab in Converters Setopadjust audio levels.

Mini Converter HDMI to SDI 4K Block Diagram

Analog or AES/EBU
Audio Switch

AES/EBU
® eee@————»| sampleRate
....... Converter
Left Analog In
or AES/EBU

Audio Analog to
Digital with

©

Right Analog In

R HDMI Vid d
E Audio Se?:g;:r
HDMI In
‘I] Central
—_—) Processor and
USB Firmware
a
(CLLLLIT]
Mini Switches

v _._--| Balanced Input
[

Converter

E : Video Processor SDI Audio Automatic
—— and Down — Embedder SD/HD/ Ultra HD
. Cable Driver

SDI Out

—Q
—Q

SDI Out

Your Mini Converter HDMI to SDI 6G can convert HDMI outputs from devices such as HDV
cameras and game consoles to SDI with the choice to embed audio from HDMI, AES/EBU or
balanced analog audio inputs. This means you can send video signals from HDMI over SDI

using the longest SDI cables. You can even add SDI outputs to computers with HDMI compatibility.
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Blackmagicdesign 8

HDMI

splouT

)
MiniConverter

HDMI to SDI 6G  wer

| -ANALOG or
AES/EBU

R-ANALOG Auto Switching SD, HD and Ultra HD POWER

ULTRA=D 6BGSD7 VS

HDMI
HDMI type A video input.

L - ANALOG or AES/EBU
Balanced left channel analog audio or AES/EBU digital audio input 1/40 jack connector.

R - ANALOG
Balanced right channel analog audio input 1/40 jack connector.

MINI-B USB PORT
Connects to the Converters Setup software via your Mac OS X or Windows computer.
The Mini ConverterOs internal software is also updated using the USB port.

SDI OUT
SDI video output BNC connector.

SDI OUT
Second SDI output.

POWER +12V
12 volt power supply input.

Mini Converter HDMI to SDI 6GOs switches provide the following settings:

Switch 8 - Analog Audio, AES/EBU Audio

Set switch 8 to OFF to select balanced analog audio, or to ON for digital AES/EBU audio input.
To use these inputs Switch 7 must also be set to ON.

Switch 7 - HDMI Audio, Input Audio

Set switch 7 to OFF to select embedded HDMI audio, or to ON for analog or AES/EBU audio.
Switch 6 - 3G Level B Output (Normal), 3G Level A Output

Set switch 6 to OFF to select 3G Level B Output, or to ON to select 3G Level A Output

Switches 2, 1 - Select Format Bit 1,0

When connecting an HDMI source that can output Ultra HD and HD, you can set your converter
to force the source output to one or the other. This can be helpful when you want to record or
display your computerOs desktop on SDI equipment in HD so it is larger and easy to view.

Blackmagic Mini Converters

38



While it may appear like itOs an up or down conversion setting, what your converter is actually
doing is telling your source equipment to output Ultra HD or HD video so that your converter can

then output the source videoOs native HD or Ultra HD resolution without up or down conversion.

To force your source video to HD, Ultra HD, or to let your converter automatically negotiate the
optimum resolution with your source equipment, simply use combinations of switches 1 and 2.

The combination settings are shown below.

AUTO - switch 1 to OFF, switch 2 to OFF

Your converter will negotiate an optimum HD or Ultra HD resolution with your source equipment
based on its output capabilities.

FORCE TO HD - switch 1 to OFF, switch 2 to ON

If your HDMI source equipment is capable of outputting HD and Ultra HD, your converter will
instruct the source equipment to output HD video.

FORCE TO ULTRA HD - Switch 1 to ON, Switch 2 to OFF

If your HDMI source equipment is capable of outputting HD and Ultra HD, your converter will
instruct the source to output Ultra HD video.

4 ~ N\
Mini Converter
HDMI to SDI 6G
[ oFF Y on )
8 ANALOG AUDIO AES/EBU AUDIO
7 HDMI AUDIO INPUT AUDIO
6 3G LEVEL B 3G LEVEL A
OUTPUT (NORMAL) OUTPUT
5
FORMAT
4 AUTO
on OOOOOICICD
orr OO e
87 654321
3 FORCE TO HD
on OOCCICICIMC]
orr OOOOOCIM
2 SELECT FORMAT BIT 1 87654321
- FORCE TO ULTRA HD
* «EEEEDe
orr
1 SELECT FORMAT BIT 0 87654321
\ 7

The switch legend on the base of your converter gives you
all the information you need to change conversion settings

The Converters Setup utility can be used to change settings and update your Mini ConverterOs

software. You can access these settings by moving between the Gaudio,® and Oaboutd tabs. The

OaboutO tab is detailed in the Ochanging settingsO section in this manual. The Oaudiod tab for Mini

Converter HDMI to SDI 6G contains the following settings.

Input Levels menu

This menu allows you to adjust the gain on the audio input. You can adjust audio levels
independently per channel, or together by clicking the Olink® icon next to their sliders. To reset
all audio levels back to 0 dB click the OresetO button at the top of the Oinput levels® menu.
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Audio

Input Levels

HDMI to SDI 6G

Mini Converter HDMI to SDI 6G

About

<

Ch1:

Ch2: e

AES/EBU

Cancel

O

0.00d8 —/
e
0.004dB =

0.004d8B

Use the OaudioO tab in Converters Setup to adjust audio levels.

Mini Converter HDMI to SDI 6G Block Diagram

Analog or AES/EBU

©

Left Analog In
or AES/EBU

Audio Switch

oooo—b

©

Right Analog In

R HDMI Vids d
E Audio El)e?:cc]:dagr
HDMI In
'1’ Central
——  »| Processor and
USB Firmware
a
(LT
Mini Switches

AES/EBU
Sample Rate
Converter

Audio Analog to
Digital with
Balanced Input

-

Video Processor
and Down
Converter

SDI Audio
Embedder

Automatic
SD/HD/ Ultra HD
Cable Driver

SDI Out

—Q
—Q

SDI Out

Your Blackmagic Mini Converter SDI to Analog converts from SD/HD-SDI to analog component,
NTSC and PAL video out, plus balanced AES/EBU and analog audio out. Your converter easily
connects to analog video monitors and decks such as Betacam SP and VHS. A hardware down
converter lets you connect HD-SDI video to SD analog equipment. You can even output pairs

of analog audio from 16!deembedded SDI audio channels.
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— 0
NrsciPL Blackmagicdesign 8
SDI LOCK
BY or
SVIDEO Y

./-\. SDI OUT
MiniConverter

SDI to Analog pren

SVIDEO C

L -ANALOG or
AES/EBU
SDIIN

R-ANALOG

POWER
+12v @

Y or NTSC/PAL
Analog component Y, or composite NTSC/PAL output on a BNC connector.

B-Y or S-VIDEO Y
Analog component B-Y, or S-Video Y output BNC connector.

R-Y or S-VIDEO C
Analog component R-Y, or S-Video C output BNC connector.

L - ANALOG or AES/EBU
Balanced left channel analog audio, or AES/EBU digital audio output on a 1/40 jack
connector.

R - ANALOG
Balanced right channel analog audio output 1/40 jack connector.

MINI-B USB PORT
Connects to the Converters Setup software via your Mac OS X or Windows computer.
The Mini ConverterOs internal software is also updated using the USB port.

SDI OUT
SDI video output on a BNC connector.

ALT SDI IN
Redundant SDI input is provided as an optional back up.

SDI IN
Primary SDI input.

POWER +12V
12 volt power supply input.

Switch 8 - Analog Audio, AES/EBU Audio
Set switch 8 to OFF to select balanced analog audio, or to ON for digital AES/EBU audio output.

Switch 7 - 7.5 IRE - 0.0 IRE

The USA and countries using NTSC with 7.5 setup should set switch 7 to OFF. If youOre working
in countries not using 7.5 setup, set switch 7 to ON. This setting only affects composite or
S-Video outputs.

Switch 6 - SMPTE Levels - Betacam Levels

Set switch 6 to OFF for SMPTE levels, or ON for Betacam levels. SMPTE levels are more
common and even Betacam SP decks can use SMPTE levels, so only switch this to Betacam if
you are sure that Betacam levels are being used.
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Switch 5 - Component, Composite or S-Video
Set switch 5 to OFF to select analog component video output, or ON for composite and
S-Video outputs.

To display the HD video input on the S-Video and composite outputs, down conversion must
be set to ON. Component analog video supports both HD and SD video.

Switch 4 - SDI Audio De-Embed B it 2

Switches 4, 3 and 2 are grouped together to provide 8 ON/OFF combinations. Having eight
different combinations allows eight independent pairs of audio channels to be de-embedded
from your SDI input.

Switch 3 - SDI Audio De-Embed Bit 1
See switch 4 description.

Switch 2 - SDI Audio De-Embed Bit 0
See switch 4 description.

Switch 1 - Processing Off - Processing On

Down convert HD to SD with 3 types of aspect ratios by cycling through switch 1. For example,
each time you cycle between Off and On you apply anamorphic, center cut or letterbox aspect
ratios. Leaving switch 1 set to OFF bypasses the down converter and outputs in HD.

When connected to Blackmagic Converters Setup via USB, your down conversion settings are
controlled by the software. If you want the converter to remember your software settings,
disconnect from the computer, power cycle your converter and set your down conversion
using switch 1.

o~ .
MiniConverter
~\
SDI to Analog [ SDI AUDIO SELECTION TABLE
a ~ 142 | oV OOOODODO
8 | ANALOGAUDIO | AES/EBUAUDIO o CICICICIMEmE ]
on OOCCICICIMC]
3+4 o OOOOMMOIT
7 7.5 IRE 0.0 IRE 87654321
on OOCICICIMCIC]
5+6 o QOO
6 SMPTE BETACAM 87654321
LEVELS LEVELS 7 on OOCICICIMEC]
+8 o O]
87 6543 21
5 COMPONENT COMPOSITE on OO
S-VIDEO 9+10 | o COCOOmEO
87 654321
on COCICIMCIMC]
4 SDI AUDIO DE-EMBED BIT 2 1+12 i o oOoooomoD
- 87 654321
on OOCICIMmCIC]
3 SDI AUDIO DE-EMBED BIT 1 B+14 o OOOOOOMO
87 654321
* wew 2OgESmEES
2 SDI AUDIO DE-EMBED BIT 0 5 AL
1 PROCESSING PROCESSING Toggle processing switch to step =D
OFF ON through down converter mode O )
a

The switch legend on the base of your converter gives you
all the information you need to change conversion settings.

Mini Switch Settings Example

Experiment with the switches by setting your Blackmagic Mini Converter to output high
definition component video and analog audio channels 1 and 2 by setting switches 8, 5, 4, 3
and 2 to the OFF position.
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SDI Audio Selection Table

Audio Channels Switch 4 Switch 3 Switch 2 Switch Diagram

1and 2 OFF OFF OFF o COCE mEms

87 654321

3 and 4 OFF OFF ON o COCOmEas

5 and 6 OFF ON OFF o SEOOmOmS
87 65 43 21
7 and 8 OFF ON ON B e
87 65 43 21

9 and 10 ON OFF OFF o EEEEEEEE

7 654321

11 and 12 ON OFF ON & EEEEEEEE

7 6 54321

13 and 14 ON ON OFF o SooooEEE
8 7 65 43 21
15 and 16 ON ON ON B o
87 65 43 21

The Converters Setup utility can be used to change settings and update your Mini ConverterOs
software. You can access these settings by moving between the Ovideo,0 Oaudio,0 and Oaboutd tabs.

The OaboutO tab is detailed in the Ochanging settingsO section in this manual.
The OvideoO tab for Mini Converter SDI to Analog contains the following settings.

SDI to Analog
Mini Converter SDI to Analog

Video Audio About

Output Levels

Video: = 22.14dB
BY: 4300d8 —
&
R-Y. -43.00d8 —
Processing
Downconversion:
Letterbox
Based on the current DIP switch setting.
v/ Clip video output to legal levels
If this setting is off, the Analog output will not be a true representation of the SDI input, and

may display illegal colors.

Cancel Save

Use the OvideoO tab in Converters Setup to adjust
analog video levels and processing settings.
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Processing menu
This menu allows you to set the aspect ratio of down converted video. The options are
letterbox, anamorphic, center cut or no processing.

The Oclip video output to legal levelsO checkbox controls clipping of your SDI input to ensure
that it stays within HDMI legal levels and should be kept on by default.

Output Levels menu

This lets you set the luminance and chroma levels, and the B-Y and R-Y component levels
independently.

The OaudioO tab for Mini Converter SDI to Analog contains the following settings.

Output Levels menu
This menu allows you to adjust the gain on the audio output. You can adjust audio levels

independently per channel, or together by clicking the OlinkO icon next to their sliders. To reset

all audio levels back to 0 dB click the OresetO button at the top of the Ooutput levelsO menu.

Output Levels )

SDI to Analog

Mini Converter SDI to Analog

Video Audio About

Ch1: « -36.12d8 -
Ch2: = 14,54 dB

AES/EBU: . -36.12dB

Cancel Save

Use the OaudioO tab in Converters Setup to adjust analog audio levels.

Mini Converter SDI to Analog Block Diagram

Automatic
SD/HD/1.5G-SDI | —®
Cable Driver
Loop SDI
Analog or AES/EBU Out
o AES/EBU Audio Out Switch
Input automatically Audio Formatter —o YY) @
detects between SD,
SDIin HD and 1.5G-SDI Left Analog Out
' or AES/EBU Out
Redundant Equalizer, 10 bit HD to Audio Digital to H
Input Automatic » | Re-Clockerand | p SD Down Analog with ' @
—> Change Over 10 bit De-Serializer Converter Balanced Output .
N H H Right Analog Out
Alt SDI In ' v PR '
Central . 12 Bit Digital to ¢ Y
SDI Audio
— Processor and Analog SD/HD
KP Firmware De-Embedder Video Converter || ——— —— °
UsB " : R-Y

a

Mini Switches

—Do B-Y

Component output can switch

to S-Video and composite
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Your Mini Converter SDI to Analog 4K and the SDI to Analog 4K Heavy Duty model can convert
from SD/HD/3G/6G-SDI to analog component, NTSC and PAL video out, plus balanced AES/
EBU and analog audio out. This down converter lets you connect up to 6G-SDI video to SD or
HD analog equipment and easily connects to video monitors and decks such as Betacam
SP!and VHS. You can even output pairs of analog audio from 16 de-embedded SDI

audio channels.

— @)
NrscPAL Blackmagicdesign 8
SDI LOCK
BY or
SVIDEO Y
SDI OUT

I
MiniConverter

SDIto Analog 4K~ |

RY or
SVIDEO C

L ANALOG or
'AES/EBU

SDIIN

R-ANALOG

Auto Switching SD, HD and Ultra HD powER

ULTRAXD 6GSD7 2

Y or NTSC/PAL
Analog component Y or composite NTSC/PAL output BNC connector.

B-Y or S-VIDEO Y
Analog component B-Y, or S-Video Y output BNC connector.

R-Y or S-VIDEO C
Analog component R-Y, or S-Video C output BNC connector.

L - ANALOG or AES/EBU

Balanced left channel analog audio, or AES/EBU digital audio output 1/40 jack connector.

R - ANALOG
Balanced right channel analog audio output 1/40 jack connector.

MINI-B USB PORT
Connects to the Converters Setup software via your Mac OS X or Windows computer.
The Mini ConverterOs internal software is also updated using the USB port.

SDI OUT
SDI video output BNC connector.

ALT SDI IN
Redundant SDI input is provided as an optional back up.

SDI IN
Primary SDI input.

POWER +12V
12 volt power supply input.
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On the Mini Converter Heavy Duty model, the switches are protected by a rubber
dust cover. Simply lift the edge of the cover to access the switches.

Mini Converter SDI to Analog 4KOs switches provide the following settings:

Switch 8 - Analog Audio, AES/EBU Audio
Set switch 8 to OFF to select balanced analog audio, or to ON for digital AES/EBU audio output.

Switch 7 - 7.5 IRE - 0.0 IRE

The USA and countries using NTSC with 7.5 setup should set switch 7 to OFF. If youOre working
in countries not using 7.5 setup, set switch 7 to ON. This setting only affects composite or
S-Video outputs.

Switch 6 - SMPTE Levels - Betacam Levels

Set switch 6 to OFF for SMPTE levels, or ON for Betacam levels. SMPTE levels are more
common and even Betacam SP decks can use SMPTE levels, so only switch this to Betacam if
you are sure that Betacam levels are being used.

Switch 5 - Component, Composite or S-Video
Set switch 5 to OFF to select analog component video output, or ON for composite and
S-Video outputs.

To display the HD video input as SD on the S-Video and composite outputs, down conversion
must be set to ON. Component analog video supports both HD and SD video.

Switch 4, 3 and 2 - SDI Audio De-Embed

Switches 4, 3 and 2 are grouped together to provide 8 ON/OFF combinations. Having eight
different combinations allows eight independent pairs of audio channels to be de-embedded
from your SDI input.

Switch 1 - Processing Off - Processing On

Down conversion with 3 types of aspect ratios by cycling through switch 1. Each time you cycle
between Off and On you apply anamorphic, center cut or letterbox aspect ratios.

For both HD and Ultra HD input, set switch to OFF to output HD analog via the component outputs.

Set switch to ON and Ultra HD input downconverts to either analog PAL/NTSC or HD
component depending on the other switch settings. 4K DCI will be cropped on the component
HD output.

An ON setting with HD input will be downconverted to analog PAL/NTSC or component
depending on the other switch settings.

When connected to Blackmagic Converters Setup via USB, your down conversion settings are
controlled by the software. If you want the converter to remember your software settings,
disconnect from the computer, power cycle your converter and set your down conversion
using switch 1.
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4 ~ '
MiniConverter
N
SDI to Analog 4K [ SDI AUDIO SELECTION TABLE
y Y 142 1N OOoOoOooodod
8 | AnALoGAuDIO | AEs/EBU AUDIO o CICICIC Nl
s+ | EEEEIRAEE
OFF
7 7.5 IRE 0.0 IRE 87654321
546 1N OOoOoOocomOad
+ orr 11O
6 SMPTE BETACAM 87654321
LEVELS LEVELS 745 | ov OOOCI IR
e G
5 COMPONENT COMPOSITE on OOOCIMOICIE
S-VIDEO 9+10 i on CoCCCmms
7 6 5432
on OOOOMCOINC
4 SDI AUDIO DE-EMBED BIT 2 M+12 iy CoCoomos
3 13414 | o OOOCIMEOICT
SDI AUDIO DE-EMBED BIT 1 orr OOOOCICIMO
87 654321
* e xEEECEEED
OFF
2 SDI AUDIO DE-EMBED BIT 0 T 5 s 5 T3 3T
-
1 PROCESSING PROCESSING Toggle processing switch to step ( u )
OFF ON through down converter mode |
r Y

The switch legend on the base of your converter gives you
all the information you need to change conversion settings.

Mini Switch Settings Example:

Experiment with the switches by setting your Blackmagic Mini Converter to output high
definition component video and analog audio channels 1 and 2 by setting switches 8, 5, 4, 3
and 2 to the OFF position.

Audio Selection Table

Audio Channels Switch 4 Switch 3 Switch 2 Switch Diagram

1and?2 OFF OFF OFF > E%E%EEE%

7 6 5 4

3and 4 OFF OFF ON > EE%E?EE%

5and 6 OFF ON OFF o 5555?5?1%

7and 8 OFF ON ON &> ES%E?EE%

9and 10 ON OFF OFF > EE%E;EE%

11 and 12 ON OFF ON o BooEEEmeE

87 654321

13 and 14 ON ON OFF o E%E%EEE%

7 6 543 1

15 and 16 ON ON ON Bl o

87 65 4321
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The Converters Setup utility can be used to change settings and update your Mini ConverterOs
software. You can access these settings by moving between the Ovideo,0 Qaudio,0 and
OaboutO tabs.

The OaboutO tab is detailed in the Ochanging settingsO section in this manual.
The OvideoO tab for Mini Converter SDI to Analog 4K contains the following settings.

Output Levels menu

This lets you set the luminance and chroma levels, and the B-Y and R-Y component levels
independently.

Processing menu

This menu allows you to set the aspect ratio of down converted video. The options are
letterbox, anamorphic, center cut or no processing.

The Oclip video output to legal levels® checkbox controls clipping of your SDI input to ensure that
it stays within HDMI egal levels and should be kept on by default.

SDI to Analog 4K
Mini Converter SDI to Analog 4K

Video Audio About

Output Levels

Video: -22.14dB
BY: 43.00d8  —

R-Y: -43.00 dB e
Processing

Downconversion:

Letterbox
Based on the current DIP switch setting.
v Clip video output to legal levels

If this setting is off, the Analog output will not be a true representation of the SDI input, and
may display illegal colors.

Cancel Save

Use the OvideoO tab in Converters Setup to adjust
analog video levels and processing settings.

The OaudioO tab for Mini Converter SDI to Analog 4K contains the following settings.

Output Levels menu

This menu allows you to adjust the gain on the audio input. You can adjust audio levels
independently per channel, or together by clicking the OlinkO icon next to their sliders. To reset
all audio levels back to 0 dB click the OresetO button at the top of the Ooutput levelsO menu.
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Mini Converter SDI to Analog 4K Block Diagram

0

SDI In

o

Alt SDI In

¢

usB

SDI to Analog 4K

Mini Converter SDI to Analog 4K

Video Audio

Output Levels

About

Ch1: «

Ch2: «

AES/EBU:

G

-36.12d8

Loy

-36.12dB

-36.12d8

Cancel

Input automatically
detects between
SD, HD and Ultra HD

Use the OaudioO tab in Converters Setup to adjust analog audio levels.

Automatic
SD/HD/UItraHD | —¥ °
Cable Driver
Loop SDI
Analog or AES/EBU Out

AES/EBU
Audio Formatter

Audio Out Switch

—o..‘

Left Analog Out
or AES/EBU Out

©

e

Component output can switch

Redundant Equalizer, 10 bit HD to Audio Digital to
Input Automatic » | Re-Clockerand | p SD Down Analog with
Change Over 10 bit De-Serializer Converter Balanced Output
H H Pt v el
Central DIl . 12 Bit Digital to
Processor and D SE' ’?]u‘é'g Analog SD/HD
Firmware e-Embedder Video Converter
. a
Mini Switches

to S-Video and composite

With your Mini Converter Analog to SDI and the Analog to SDI Heavy Duty model you can

convert video and audio from analog equipment such as Betacam SP decks, HDV cameras and

game consoles to SD/HD-SDI video. A choice of analog and digital formats is supported,

including component SD/HD, S-Video, or composite NTSC and PAL. The converterOs HD-SDI

outputs include the option to embed digital AES/EBU or analog audio.
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Y or NTSC/PAL

Blackmagicdesign §

B-Y or S-VIDEO Y

SDI OUT

~
Mini Converter

Analog to SDI ...

L- ANALOG or AES/EBU

RY or S-VIDEO C

R-ANALOG
POWER "v
+12V. ,J

Y or NTSC/PAL
Analog component Y, or composite NTSC/PAL input BNC connector.

B-Y or S-VIDEO Y
Analog component B-Y, or S-Video Y input BNC connector.

R-Y or S-VIDEO C
Analog component R-Y, or S-Video C input BNC connector.

L - ANALOG or AES/EBU
Balanced left channel analog audio, or AES/EBU digital audio input 1/40 jack connector.

R - ANALOG
Balanced right channel analog audio input 1/40 jack connector.

MINI-B USB PORT
Connects to the Converters Setup software via your Mac OS X or Windows computer.
The Mini ConverterOs internal software is also updated using the USB port.

SDI OUT
SDI video output BNC connector.

SDI OUT
Second SDI output.

POWER +12V
12 volt power supply input.

On the Mini Converter Heavy Duty model, the switches are protected by a rubber
dust cover. Simply lift the edge of the cover to access the switches.

Mini Converter Analog to SDIOs switches provide the following settings:

Switch 8 - Analog Audio, AES/EBU Audio
Set switch 8 to OFF to select balanced analog audio, or to ON for digital AES/EBU audio input.
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Switch 7 - 7.5 IRE - 0.0 IRE

The USA and countries using NTSC with 7.5 setup should set switch 7 to OFF. If youOre working
in countries not using 7.5 setup, for example Japan, set switch 7 to ON. This setting only affects
composite or S-Video outputs.

Switch 6 - SMPTE Levels - Betacam Levels

This setting selects between SMPTE or Betacam video levels. Set switch 6 to OFF for SMPTE
levels, or to ON for Betacam levels. SMPTE levels are more common and even Betacam SP
decks can use SMPTE levels so only switch this to Betacam if you are sure that Betacam levels
are being used.

Switch 5 - Component, Composite or S-Video

Set switch 5 to OFF to select analog component video input, or to ON for composite video and
S-Video analog inputs.

 ~ )
Mini Converter
Analog to SDI
OFF Y O )
é )
8 | ANALOG AUDIO i AES/EBU AUDIO
7 7.5 IRE 0.0 IRE
6 SMPTE BETACAM
LEVELS LEVELS
i composITE
5 COMPONENT e VIDEO
4 COMPOSITE S-VIDEO
3
2
1 PROCESSING PROCESSING
OFF ON

The switch legend on the base of your
converter gives you all the information you
need to change conversion settings.

Switch 4 - Composite - S-Video
Set switch 4 to OFF to select composite video input, or to ON for S-Video input.

Switch 1 - Processing Off - Processing On
This switch is not used.

Mini Switch Settings Example

Experiment with the switches by setting your Blackmagic Mini Converter to Component and
Analog Audio input by setting switches 8 and 5 to the OFF position.

The Converters Setup utility can be used to change settings and update your Mini ConverterOs
software. You can access these settings by moving between the Ovideo,0 Qaudio,0 and
OaboutO tabs.

The OaboutO tab is detailed in the Ochanging settings® section in this manual.
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The OvideoO tab for Mini Converter Analog to SDI contains the following settings.

Input Levels menu
This lets you set the luminance and chroma levels, and the B-Y and R-Y component levels
independently.

The OaudioO tab for Mini Converter Analog to SDI contains the following settings.

Analog to SDI

Mini Converter Analog to SDI
Video Audio About

Input Levels O

Video: -43.00 dB

BY: -a300ds

-4

RY: -43.00 dB8 T

Cancel Save

Use the OvideoO tab in Converters Setup to adjust video levels.

Input Levels menu

This menu allows you to adjust the gain on the audio input. You can adjust audio levels
independently per channel, or together by clicking the Olink® icon next to their sliders. To reset
all audio levels back to 0 dB click the OresetO button at the top of the Oinput levels® menu.

Analog to SDI

Mini Converter Analog to SDI
Video Audio About

Input Levels )

Ch1 L -36.12d8 -

@

Chz: ¢ 36.12d8

AES/EBU:  « -36.12dB
Cancel Save

Use the OaudioO tab in Converters Setup to adjust analog audio levels.
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Mini Converter Analog to SDI Block Diagram

©

Left Analog In
or AES/EBU

Analog or AES/EBU
Audio Switch

oooo—b

©

Right Analog In

12 bit Analog
to Digital SD/HD
Video Converter

|
Central
Processor and
Firmware

a

Mini Switches

_e_e_.

AES/EBU
Sample Rate
Converter

Audio Analog to
Digital from
Balanced Input

-

Customizable
Video Processor

» SDI Audio
Embedder

Automatic

— || SD/HD/1.5G-SDI

Cable Driver

Component input can switch to

S-Video and Composite

SDI Out
—0Q
—0Q

SDI Out

Your Mini Converter SDI to Audio can de-embed 4 channels of audio from any SDI video
connection and output to 4 channels of analog audio or 8 channels of AES/EBU digital.
Output!to audio equipment such as audio mixers, analog decks and reference monitors.

Additional SDI'audio channels can be de-embedded by daisy chaining another Mini Converter

SDI to Audio to your converterOs SDI output.

CH 1 ANALOG or
CH 182 AES/EBU

CH 2 ANALOG or
CH 384 AES/EBU

(@]
Blackmagicdesign 8

n
MiniConverter

SDI to Audio

CH 3 ANALOG or
CH 586 AES/EBU

CH 4 ANALOG or
CH 788 AES/EBU

POWER
+12v @

SDI LOCK

SDIOUT

ALT SDI IN

CH 1 ANALOG or CH 1 & 2 AES/EBU

Balanced analog audio channel 1, or AES/EBU digital audio channels 1 and 2 output

1/40ljack connector.

CH 2 Analog or CH 3 & 4 AES/EBU
Balanced analog audio channel 2, or AES/EBU digital audio channels 3 and 4 output

1/40 jack connector.

CH 3 Analog or CH 5 & 6 AES/EBU
Balanced analog audio channel 3, or AES/EBU digital audio channels 5 and 6 output

1/40 jack connector.

CH 4 Analog or CH 7 & 8 AES/EBU
Balanced analog audio channel 4, or AES/EBU digital audio channels 7 and 8 output

1/40 jack connector.
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MINI-B USB PORT
Connects to the Converters Setup software via your Mac OS X or Windows computer.
The Mini ConverterOs internal software is also updated using the USB port.

SDI OUT
Loop through SDI video output BNC connector.

ALT SDI IN

Redundant SDI input provided as an optional back up. When using both the SDI IN and
ALT SDI IN, the ALT SDI IN will take over should the SDI IN signal fail. The SDI LOCK
LED will flash indicating that the converter has switched to the ALT SDI IN.

SDIIN
Primary SDI input.

POWER +12V
12 volt power supply input.

Mini Converter SDI to AudioOs switches provide the following settings:

Switch 8 - Analog Audio, AES/EBU Audio

Set switch 8 to OFF to select balanced analog audio, or to ON for digital AES/EBU audio output.

Switch 6 - Audio Group Bit 1

Switches 6 and 5 are grouped together to provide four ON/OFF combinations. This allows up to
4 quadruplets of analog audio channels, or 2 sets of 8 AES/EBU audio channels, to be de-
embedded from your SDI input.

Switch 5 - Audio Group Bit 0
See switch 6 description.

4 ~ )
MiniConverter
SDI to Audio
[ o T on
a “

8 ANALOG AUDIO AES/EBU AUDIO

SDI AUDIO SELECTION
7 AES/EBU ; ANALOG SWITCHES
18 | 14 jonOOOOOOOO
o OCIMEOOOIO
6 AUDIO GROUP BIT 1 87654321
on OCICIMCICICIC]
o 916 : 58 orpOOmOIOIOICIN
87 654321
5 AUDIO GROUP BIT 0 o OOmOooos
912 or OOOMOIOOD
87 654321
4 1346 | oV OOMEOCOCOO
orr OO OO0
87 654321
3
2
1
L J

The switch legend on the base of your converter gives you
all'thelinformation you need to change conversion settings.

Mini Switch Settings Example

Try experimenting with the switches. Select analog audio channels 1 to 4 by setting switches 8,
6 and 5 to the OFF position.
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Audio Selection Tables

Analog Audio Channels Switch 6 Switch 5 Switch Diagram

on OO
l1to4 OFF OFF orr COMMOOOO
87 654321

on OO
5to 8 OFF ON o OOMOOOOD
87 654321

on OO
9to 12 ON OFF o OOOMOOOD
87654321

oy MmO
13to 16 ON ON e T
8 7 6 54 3 21

AES/EBU Channels Switch 6 Switch 5 Switch Diagram

on O]
1to8 OFF OFF orr OOMEOOOO
8 7 65 43 21

910 16 OFF ON o BomEEa
7 6 5 4 3

The Converters Setup utility can be used to change settings and update your Mini ConverterOs
software. You can access these settings by moving between the Gaudio,® and Oaboutd tabs.

The OaboutO tab is detailed in the Ochanging settingsO section in this manual.
The OaudioO tab for Mini Converter SDI to Audio contains the following settings.

Output Levels menu

This menu allows you to adjust the gain on the audio output. You can adjust audio levels
independently per channel, or together as channel pairs by clicking the Olink® icon next to their
sliders. To reset all audio levels back to 0 dB click the Oresetd button at the top of the Qoutput
levels® menu.

SDI to Audio
Mini Converter SDI to Audio

Audio About

Output Levels
Ch1 ! -36.12 dB _
Ch: 36.12dB
Ch3; < -36.12dB
Cha: 36.12d8

AFS/EBL:  « -36.12 dB

Cancel Save

Use the OaudioO tab in Converters Setup to adjust audio levels.
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Mini Converter SDI to Audio Block Diagram

Automatic
SD/HD/3G-SDI | —» o Loop SDI Out
Cable Driver

Analog or AES/EBU

AES/EBU Xy Ch 1 Analog or
— 0:220— Q) &iiesiEn
° Input automatically H Audio Formatter
detects between H P——
\.| Audio Digital to Analog or AES/EBU
Sbiin SD, HD and 3G-SDI Analoggwith g oo Ch 2 Analog or
—1| -] Balanced Output Ch 3&4 AES/EBU
Redundant Equalizer, SDI Audio H
Input Automatic » Re-Clockerand | p L AES/EBU
o —»| Change Over 10 bit De-Serializer De-Embedder |~ ».|_Audio Formatter
At SDI In ' ! : Analog or AES/EBU Ch'3 Analog or
! Y AES/EBU oeeo
Cenval : _ p 20— () chses AES/EBU
‘P » Processor and - - :, Audio Formatter
Firmware .| Audio Digital to Analog or AES/EBU

uss a : E —|  Analog with Xy @ Ch 4 Analog or
T v +~| Balanced Output - Ch 7&8 AES/EBU
- o [~ AESIEBU :
Mini Switches . Audio Formatter !

With Mini Converter SDI to Audio 4K you can de-embed 4 channels of audio from any SDI video
connection and output to 4 channels of analog audio or 8 channels of AES/EBU digital. Output
to audio equipment such as audio mixers, analog decks and reference monitors. Additional SDI
audio channels can be deembedded by daisy chaining another Mini Converter SDI to Audio 4K
to your converterOs SDI output.

@]
Blackmagicdesign 8

CH 1 ANALOG or
CH 182 AES/EBU
SDILOCK

SDIOUT

A
aszmmcce  MiniConverter

" SDI'to Audio 4K

ALT SDI IN

CH 3 ANALOG or
CH 586 AES/EBU

CH 4 ANALOG or
CH 788 AES/EBU Auto Switching SD, HD and Ultra HD

ULTRA=D BGsop 5l

CH 1 ANALOG orCH 1 & 2 AES/EBU
Balanced analog audio channel 1, or AES/EBU digital audio channels 1 and 2 output
1/40ljack connector.

CH 2 Analog or CH 3 & 4 AES/EBU
Balanced analog audio channel 2, or AES/EBU digital audio channels 3 and 4 output
1/40 jack connector.

CH 3 Analog or CH 5 & 6 AES/EBU
Balanced analog audio channel 3, or AES/EBU digital audio channels 5 and 6 output
1/40 jack connector.

CH 4 Analog or CH 7 & 8 AES/EBU
Balanced analog audio channel 4, or AES/EBU digital audio channels 7 and 8 output
1/40 jack connector.
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MINI-B USB PORT
Connects to the Converters Setup software via your Mac OS X or Windows computer.
The Mini ConverterOs internal software is also updated using the USB port.

SDI OUT
Loop through SDI video output BNC connector.

ALT SDI IN

Redundant SDI input provided as an optional back up. When using both the SDI IN and
ALT SDI IN, the ALT SDI IN will take over should the SDI IN signal fail. The SDI LOCK
LED will flash indicating that the converter has switched to the ALT SDI IN.

SDIIN
Primary SDI input.

POWER +12V
12 volt power supply input.

Mini Converter SDI to Audio 4K switches provide the following settings:

Switch 8 - Analog Audio, AES/EBU Audio
Set switch 8 to OFF to select balanced analog audio, or to ON for digital AES/EBU audio output.

Switch 6 - Audio Group Bit 1

Switches 6 and 5 are grouped together to provide four ON/OFF combinations. This allows
up to 4 quadruplets of analog audio channels, or 2 sets of 8 AES/EBU audio channels, to be
de-embedded from your SDI input.

Switch 5 - Audio Group Bit 0

See switch 6 description.

Mini Switch Settings Example

Try experimenting with the switches. Select analog audio channels 1 to 4 by setting switches 8,
6 and 5 to the OFF position.

(
MiniConverter

SDI to AUDIO 4K
[ orf T on ]

r w
8 ANALOG AUDIO AES/EBU AUDIO '

SDI AUDIO SELECTION

7 AES/EBU ; ANALOG SWITCHES
18 | 14 onOO0OOOOEO
o OCIMEOOOIO
6 AUDIO GROUP BIT 1 87654321
on OCICIMCICICIC]
o 916 : 58 orpOOmOIOIOICIN
87 654321
5 AUDIO GROUP BIT 0 o OOmOooos
o 912 or OOOMOIOOD
87 654321
4 1316 | oN OCOImEOIOOC
orr OO OO0
87 654321
J
3
2
1
L J

The switch legend on the base of yourconverter gives you
all'thelinformation you need to change conversion settings.

Blackmagic Mini Converters 57



Audio Selection Tables

Analog Audio Channels Switch 6
lto4 OFF
5t08 OFF
9to 12 ON

13to 16 ON
AES/EBU Channels Switch 6

1t08 OFF

9to0 16 OFF

The Converters Setup utility can be used to change settings and update your Mini ConverterOs
software. You can access these settings by moving between the Qaudio,0 and OaboutO tabs.

Switch 5

OFF

ON

OFF

ON

Switch 5

OFF

ON

Switch Diagram

on OO0
orf MO0
87 65 4321

Switch Diagram

on OO0
orr MO0
87 65 4321

on OICICIMOICICIC]
orr CICIMOICICICIC]
87 654321

The OaboutO tab is detailed in the Ochanging settings® section in this manual.

The OaudioO tab for Mini Converter SDI to Audio 4K contains the following settings.

Output Levels menu

This menu allows you to adjust the gain on the audio output. You can adjust audio levels

independently per channel, or together as channel pairs by clicking the Olinkd icon next to their
sliders. To reset all audio levels back to 0 dB click the OresetO button at the top of the Qoutput

levels® menu.

SDI to Audio 4K
Mini Converter SDI to Audio 4K

Audio

Output Levels
Chi: o 36.12dB
&
Ch2 36.12d8
Ch3 36.12 dB
e
Ché: < 36.12d8 !

36.12 dB

Cancel Save

Use the OaudioO tab in Converters Setup
to adjust analog audio levels.
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Mini Converter SDI to Audio 4K Block Diagram

Automatic
SDHD/UItra HD | — ° Loop SDI Out
Cable Driver

Analog or AES/EBU

AES/EBU X Ch 1 Analog or
° Input automatically +-_Audio Formatter :,d Ch 1&2 AES/EBU
detects between H P
SDI In SD. HD and Ultra HD \.! Audio Digital to Analog or AES/EBU
! an ra Analog with Yy Ch 2 Analog or
— ,~| Balanced Output Ch 3&4 AES/EBU
Redundant Equalizer, SDI Audio H
Input Automatic » | Re-Clockerand | p L AES/EBU
o —> Change Over 10 bit De-Serializer De-Embedder —_ d Audio Formatter
. . ! H Analog or AES/EBU
Alt SDI In : ' H \ — g .o Ch 3 Analog or
Contral |11 : : _ g 2O () chses aesiesu
‘P , Processorand |21 - :r Audio Formatter
Firmware ‘.| Audio Digital to Analog or AES/EBU

. - > Analog with eoe @ Ch 4 Analog or
CTLLLLLT] v +~|_Balanced Output . Ch 788 AES/EBU
ini Swi ¥ IS AES/EBU '
Mim Swiches o Audio Formatter H
! \

Your Mini Converter Audio to SDI can embed four channels of analog audio, or eight channels
of AES/EBU digital audio into any SDI!video connection. You can use this Mini Converter to
embed audio from equipment, such!as audio mixers and analog decks, into SDI video
connections for use with SDI routers and decks. Additional SDI audio channels can be
embedded by daisy chaining another Mini Converter Audio to SDI to your converterOs

SDI output.

Blackmagicdesign §

CH 1 ANALOG or
CH 182 AES/EBU
SDILOCK

SDIOUT

~
seancsa — [Mini Converter

Audio to SDI ...

CH 3 ANALOG or
CH 586 AES/EBU

CH 4 ANALOG or

CH 788 AESIEBU P
POWER
+12v @

CH 1 Analogor CH 1 & 2 AES/EBU
Balanced analog audio channel 1, or AES/EBU digital audio channels 1 and 2 input
1/40ljack connector.

CH 2 Analog or CH 3 & 4 AES/EBU
Balanced analog audio channel 2, or AES/EBU digital audio channels 3 and 4 input
1/40ljack connector.

CH 3 Analog or CH 5 & 6 AES/EBU
Balanced analog audio channel 3, or AES/EBU digital audio channels 5 and 6 input
1/40ljack connector.

CH 4 Analog or CH 7 & 8 AES/EBU

Balanced analog audio channel 4, or AES/EBU digital audio channels 7 and 8 input
1/40ljack connector.

Mini-B USB PORT

Connects to the Converters Setup software via your Mac OS X or Windows computer.
The Mini ConverterOs internal software is also updated using the USB port.
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SDI OUT
Loop through SDI video output BNC connector.

ALT SDI IN

Redundant SDI input provided as an optional back up. When using both the SDI IN and
ALT SDI IN, the ALT SDI IN will take over should the SDI IN signal fail. The SDI LOCK
LED will flash indicating that the converter has switched to the ALT SDI IN.

SDI'IN
Primary SDI input.

POWER +12V
12 volt power supply input.

Mini Converter Audio to SDIOs switches provide the following settings:

Switch 8 - Analog Audio, AES/EBU Audio
Set switch 8 to OFF to select balanced analog audio, or to ON for digital AES/EBU audio input.

Switch 7 - Sample Rate Conversion, No Sample Rate Conversion

Set switch 7 to OFF to enable sample rate conversion, or ON to disable sample rate conversion.
This switch should almost always be set to OFF to ensure audio is embedded at the correct
sample rate for television.

When switch 7 is set to OFF this setting converts the sample rate of your analog or AES/EBU
audio and embeds audio into the SDI output at a sample rate of 48 kHz. When switch 7 is set to
ON, sample rate conversion is disabled and audio is output at the original sample rate of your
input audio.

Switch 6 - Audio Group Bit 1

Switches 6 and 5 are grouped together to provide four ON/OFF combinations. Having four
different combinations allows up to four analog audio channels, or eight AES/EBU audio
channels to be embedded in your SDI output.

Switch 5 - Audio Group Bit 0
See switch 6 description.

Audio Selection Table

Analog Audio Channels Switch 6 Switch 5 Switch Diagram

oy OOOOOO0s]
1to4 OFF OFF orr OOMEOOOO
8 7 6 54 3 21

oy DOm0
5t08 OFF ON orr OOMOO OO
8 7 6 54 3 21

oy OOMOOCOCD
9to 12 ON OFF orr OOOMOOOO
8 7 6 54 3 21

oy MmO
13to 16 ON ON orr OOOOOOOO
8 7 6 54 3 21

AES/EBU Channels Switch 6 Switch 5 Switch Diagram

1108 OFF OFF o SEmmOoES

91016 OFF ON o SomEEEEs
7 6 54 3 2 1
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Once you have selected your audio channels, use switches 4, 3, 2 and 1 to select which
channels to embed or disable. The disable setting lets you avoid overwriting audio channels
you wish to keep in the SDI signal.

For example, you can disable analog audio channel 1 or AES/EBU channels 1 and 2 by setting
switch 1 to the ON position. Alternatively, you can embed the audio channels by setting switch 1

to the OFF position.

Audio Channel De-Embed or Disable Settings

Switch Setting Audio Channels
ON Disable analog CH 4, AES/EBU CH 7 and 8
4
OFF Embed analog CH 4, AES/EBU CH 7 and 8
ON Disable analog CH 3, AES/EBU CH 5 and 6
3
OFF Embed analog CH 3, AES/EBU CH 5 and 6
ON Disable analog CH 2, AES/EBU CH 3 and 4
2
OFF Embed analog CH 2, AES/EBU CH 3 and 4
ON Disable analog CH 1, AES/EBU CH 1 and 2
1
OFF Embed analog CH 1, AES/EBU CH 1 and 2
4 ~ N
Mini Converter
Audio to SDI
[ _off T on ]
r )
8 ANALOG AUDIO AES/EBU AUDIO '
SDI AUDIO SELECTION
7 SAMPLE RATE NO SAMPLE RATE AES/EBU ; ANALOG SWITCHES
CONVERSION CONVERSION
» |+ oEEEE8ES3
6 AUDIO GROUP BIT 1 . ééé;éééé
R el = =
5 AUDIO GROUP BIT 0 o OOmOOoOD
M e D
4 | “osieleorr | “oiskeleon s o EEEEOOOS
87 654321
3 CH 3 or AES 5&6 CH 3 or AES 5&6 J
DISABLE OFF DISABLE ON
2 CH 2 or AES 3&4 CH 2 or AES 3&4
DISABLE OFF DISABLE ON
1 CH 1 or AES 18&2 CH 1 or AES 1&2
L DISABLE OFF DISABLE ON

The switch legend on the base of yourconverter gives you
all'thelinformation you need to change conversion settings.

Mini Switch Settings Example:

Try experimenting with the switches. Select analog audio channels 1 to 4 by setting switches 8,

6 and 5 to the OFF position.
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The Converters Setup utility can be used to change settings and update your Mini ConverterOs
software. You can access these settings by moving between the Qaudio,® and OaboutO tabs.

The OaboutO tab is detailed in the Ochanging settings® section in this manual.

The OaudioO tab for Mini Converter Audio to SDI contains the following settings.

Input Levels menu

This menu allows you to adjust the gain on the audio input.You can adjust audio levels
independently per channel, or together as channel pairs by clicking the OlinkO icon next to their
sliders. To reset all audio levels back to 0 dB click the Oresetd button at the top of the Qoutput

levelsO menu.

Audio to SDI

Mini Converter Audio to SDI

Audio About
Input Levels
Ch1:
Ch2:
Ch3:
Ch4:

AES/EBU: ¢

-36.12d8 1
4

3612d8 —

-36.12d8
e

36.12d8 —

36.12d8

Cancel Save

Use the OaudioO tab in Converters Setupattjust analog audio levels.

Mini Converter Audio to SDI Block Diagram

0

SDI In

[ J

Alt SDI In

¢ —

UsB

Serializer and
SD/HD/3G-SDI

Cable Driver
AES/EBU
— || Audio Sample Rate
Iy Converter
:
1
H
" N Stereo Audio
Input automatically Analog to Digital
detects between Converter
SD, HD and 3G-SDI H
1
H
- ) AES/EBU
Redundant Equalizer, . < Audio Sample Rat
Input Automatic | p | Re-Clockerand | p SgLQgg:r « E ! I%gﬁ\zﬁ; e
Change Over 10 bit De-Serializer <+ '
H
" AES/EBU
Audio Sample Rate
Central I Converter
Processor and 1
- " \
Firmware v | Stereo Audio
a v — || Analog to Digital
v I Converter
(LLLLLLT ¥ {
e ' y AES/EBU
Mini Switches N Audio Sample Rate
e Converter
'

Analog or AES/EBU
LA R

Analog or AES/EBU
LX)

Analog or AES/EBU

j&o«
Analog' or AES/EBU

- Q

Embedded
SDI Out

Ch 1 Analog or
Ch 1&2 AES/EBU

Ch 2 Analog or
Ch 3&4 AES/EBU

Ch 3 Analog or
Ch 5&6 AES/EBU

Ch 4 Analog or
Ch 7&8 AES/EBU
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Your Mini Converter Audio to SDI 4K can embed four channels of analog audio, or eight
channels of AES/EBU digital audio into any SDI video connection. You can use this Mini
Converter to embed audio from equipment, such as audio mixers and analog decks, into
SDIllvideo connections for use with SDI routers and decks. Additional SDI audio channels can
be embedded by daisy chaining another Mini Converter Audio to SDI 4K to your converterOs
SDI output.

Blackmagicdesign §

CH 1 ANALOG or
CH 182 AES/EBU
SDILOCK

SDIOUT

m
CH 2 ANALOG or M NI Co nve rter

CH 384 AES/EBU

Audio to SDI 4K ...

CH 3 ANALOG or
CH 586 AES/EBU

CH 4 ANALOG or
CHTEBAESEBU  Auto Switching SD, HD and UltraHD ~ power

ULTRAD BG5D7 H=

CH 1 Analogor CH 1 & 2 AES/EBU
Balanced analog audio channel 1, or AES/EBU digital audio channels 1 and 2 input
1/40ljack connector.

CH 2 Analog or CH 3 & 4 AES/EBU
Balanced analog audio channel 2, or AES/EBU digital audio channels 3 and 4 input
1/40ljack connector.

CH 3 Analog or CH 5 & 6 AES/EBU
Balanced analog audio channel 3, or AES/EBU digital audio channels 5 and 6 input
1/40ljack connector.

CH 4 Analog or CH 7 & 8 AES/EBU
Balanced analog audio channel 4, or AES/EBU digital audio channels 7 and 8 input
1/40%jack connector.

Mini-B USB PORT
Connects to the Converters Setup software via your Mac OS X or Windows computer.
The Mini ConverterOs internal software is also updated using the USB port.

SDI OUT
Loop through SDI video output on a BNC connector.

ALT SDI IN

Redundant SDI input provided as an optional back up. When using both the SDI IN and
ALT SDI IN, the ALT SDI IN will take over should the SDI IN signal fail. The SDI LOCK
LED will flash indicating that the converter has switched to the ALT SDI IN.

SDI'IN
Primary SDI input.

POWER +12V
12 volt power supply input.
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Mini Converter Audio to SDI 4K switches provide the following settings:

Switch 8 - Analog Audio, AES/EBU Audio
Set switch 8 to OFF to select balanced analog audio, or to ON for digital AES/EBU audio input.

Switch 7 - Sample Rate Conversion, No Sample Rate Conversion

Set switch 7 to OFF to enable sample rate conversion, or ON to disable sample rate conversion.
This switch should almost always be set to OFF to ensure audio is embedded at the correct
sample rate for television.

When switch 7 is set to OFF this setting converts the sample rate of your analog or AES/EBU
audio and embeds audio into the SDI output at a sample rate of 48 kHz. When switch 7 is set to
ON, sample rate conversion is disabled and audio is output at the original sample rate of your
input audio.

Switch 6 - Audio Group Bit 1

Switches 6 and 5 are grouped together to provide four ON/OFF combinations. Having four
different combinations allows up to four analog audio channels, or eight AES/EBU audio
channels to be embedded in your SDI output.

Switch 5 - Audio Group Bit 0
See switch 6 description.

Audio Selection Table

Analog Audio Channels Switch 6 Switch 5 Switch Diagram

oy OOOOOOEE]
1to4 OFF OFF orr OOMEOOOO
8 7 6 54 3 21

5t0 8 OFF ON o SomEEaoEs

8 7 6 54 3 21
910 12 ON OFF o Sommooas

8 7 6 54 3 21
1310 16 ON ON o SomEEEEs

8 7 6 543 21

AES/EBU Channels Switch 6 Switch 5 Switch Diagram

1108 OFF OFF o SEmmOoES

9t0 16 OFF ON D?%%%?DD

Once you have selected your audio channels, use switches 4, 3, 2 and 1 to select which
channels to embed or disable. The disable setting lets you avoid overwriting audio channels
you wish to keep in the SDI signal.

For example, you can disable analog audio channel 1 or AES/EBU channels 1 and 2 by setting
switch 1 to the ON position. Alternatively, you can embed the audio channels by setting switch 1
to the OFF position.
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Audio Channel De-Embed or Disable Settings

Switch Setting Audio Channels
ON Disable analog CH 4, AES/EBU CH 7 and 8
) OFF Embed analog CH 4, AES/EBU CH 7 and 8
ON Disable analog CH 3, AES/EBU CH 5 and 6
> OFF Embed analog CH 3, AES/EBU CH 5 and 6
ON Disable analog CH 2, AES/EBU CH 3 and 4
’ OFF Embed analog CH 2, AES/EBU CH 3 and 4
ON Disable analog CH 1, AES/EBU CH 1 and 2
' OFF Embed analog CH 1, AES/EBU CH 1 and 2
~ D

Mimni Converter
Audio to SDI 4K
A AT

y Y
8 ANALOG AUDIO AES/EBU AUDIO '

SDI AUDIO SELECTION

7 SAMPLE RATE NO SAMPLE RATE AES/EBU ; ANALOG SWITCHES
CONVERSION CONVERSION
18 1.4 onOOO0O0O0O0O0

orr OB
87 654321

6 AUDIO GROUP BIT 1

016 | 5g ovOOCMOOOO
° orr MO

87 6543 21
5 AUDIO GROUP BIT 0 oy ICOIMOICICOCE
912 o OOOIMOOIOIO

87 654321

CH4or AES7&8 | CH4or AES 7&8

4 DISABLE OFF DISABLE ON 1316 | on EOMEOCIOC

87 654321

J

3 CH 3 or AES 5&6 CH 3 or AES 5&6
DISABLE OFF DISABLE ON

2 CH 2 or AES 3&4 CH 2 or AES 3&4
DISABLE OFF DISABLE ON

1 CH 1 or AES 1&2 CH 1 or AES 1&2
DISABLE OFF DISABLE ON

The switch legend on the base of yourconverter gives you
all'thelinformation you need to change conversion settings.

Mini Switch Settings Example

Try experimenting with the switches. Select analog audio channels 1 to 4 by setting switches 8,
6 and 5 to the OFF position.

The Converters Setup utility can be used to change settings and update your Mini ConverterOs
software. You can access these settings by moving between the Gaudio,® and Oaboutd tabs.

The OaboutO tab is detailed in the Ochanging settingsO section in this manual.

The GaudioO tab for Mini Converter Audio to SDI 4K contains the following settings.
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Input Levels menu

This menu allows you to adjust the gain on the audio input.You can adjust audio levels

independently per channel, or together as channel pairs by clicking the Olink® icon next to their
sliders. To reset all audio levels back to 0 dB click the Oresetd button at the top of the Qoutput

levels® menu.

Audio to SDI 4K

Mini Converter Audio to SDI 4K

Audio About
Input Levels
Ch1:
Ch2: -
Ch3: «
Cha: «

AES/EBU:  «

3612d8
@
36.12d8
36.12d8
@
-36.12d8
-36.12d8
Save

Cancel

Use the OaudioO tab in Converters Setupto adjastlog audio levels.

Mini Converter Audio to SDI 4K Block Diagram

Serializer and
SD/HD/ Ultra HD
Cable Driver

AES/EBU
— | Audio Sample Rate
Converter
° Input automatically * Stereo Audio
detects between Analog to Digital
SDIIn SD, HD and Ultra HD I Converter
- ‘] AES/EBU
Redundant Equalizer, . < .
Input Automatic » | Re-Clockerand |p Sg{]':ggé? > g Audlg?:\z;ﬁl;Rate
—> Change Over 10 bit De-Serializer - :
Alt SDI In 4 AES/EBU
' Audio Sample Rate
Central : :‘ Converter
— || Processor and H
Firmware Stereo Audio
usB a — || Analog to Digital
iﬁ!i!!ii : Converter
A . AES/EBU
Mini Switches Audio Sample Rate
Converter

Analog or AES/EBU
LX N

Analog or AES/EBU
LE X

Analog or AES/EBU
210

Analog or AES/EBU

Blackmagic Mini Converters

Embedded
SDI Out

Ch 1 Analog or
Ch 1&2 AES/EBU

Ch 2 Analog or
Ch 3&4 AES/EBU

Ch 3 Analog or
Ch 5&6 AES/EBU

Ch 4 Analog or
Ch 7&8 AES/EBU
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With Mini Converter Optical Fiber you can convert SDI to Optical Fiber and Optical Fiber to SDI
simultaneously. Mini Converter Optical Fiber automatically switches between SD/HD/3G-SDI
video standards and both directions are completely independent. Use this converter if you
need to send and receive SDI signals over longer distances than traditional SDI cables will
support. SD video can be sent up to 45 km or 147000 feet using optical fiber, compared to just
300 feet with copper SDI cables. 3G-SDI can be sent up to 25 km away!

Blackmagicdesign §

SDI LOCK

n SDIOUT -
MiniConverter e

Optical Fiber

OPTICAL OUT
OPTICAL IN POWER
+12v @

Optical Out
Optical fiber output supports a single mode optical fiber cable with LC connector.

Optical In
Optical fiber input supports a single mode optical fiber cable with LC connector.

3G-SDI Out
SDI video output on a BNC connector for connection to traditional SDI equipment.

3G-SDl In
SDI input on a BNC connector for connection to traditional SDI equipment.

Power +12V
12 volt power supply input.

Mini Converter Optical Fiber Block Diagram

......................

Optical Out

Automatic 1310nm Laser
° —— | SD/HD/3G-SDI e Re-Clocker —_—b Driver with —_b D

Equalizer LC Connector

Automatic 1310nm Laser
° 4——| SD/HD/3G-SDI  — Re-Clocker — Receiver with O—-—D

SDI Out

Driver LC Connector

Optical In

SFP Optical Fiber Transmitter
and Receiver Module
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Convert SD/HD and single link 6G-SDI to Optical Fiber and Optical Fiber to SD/HD and single
link 6G-SDI simultaneously. Mini Converter Optical Fiber 4K automatically switches between
SD/HD/3G/6G-SDI video standards and both directions are completely independent. Use this
converter if you need to send and receive SDI signals over longer distances than traditional SDI
cables will support. SD video can be sent up to 45 km or 147000 feet using optical fiber,
compared to just 300 feet with copper SDI cables. 6G-SDI can be sent up to 12 km away!

Mini Converter Optical Fiber 4K Block Diagram

I
MiniConverter

Blackmagicdesign §

SDILOCK

OPTICAL LOCK

OPTICAL OUT
OPTICALIN Auto Switching SD, HD and Ultra HD

ULTRAH=D 6GSD)

Optical Fiber 4K

SDIOUT

PoweR (@
+12v {

Mini-B USB Port

The Mini ConverterOs internal software is updated using the USB port.

Optical Out

Optical fiber output supports a single mode optical fiber cable with LC connector.

Optical In

Optical fiber input supports a single mode optical fiber cable with LC connector.

SDI Out

SDI video output on a BNC connector for connection to traditional SDI equipment.

SDI In

SDI input on a BNC connector for connection to traditional SDI equipment.

Power +12V
12 volt power supply input.

UsB

g—

Automatic
°—D SD/HD/UltraHD | ——»

Equalizer

Automatic

° 4¢—| SD/HD/UltraHD |€4¢—

SDI Out

Cable Driver

Central
Processor and
Firmware

¢

Reclocker

1310nm Laser
— > Driver with —_b D

Reclocker

......................

LC Connector

1310nm Laser

— Receiver with — D

LC Connector

Optical In

______________________

SFP Optical Fiber Transmitter
and Receiver Module
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This converter converts SD and HD video up to 12G-SDI to optical fiber and the other way
around simultaneously.

The socket for the SFP type optical fiber module can be fitted with a compatible SFP optical
fiber module that supports up to 3G, 6G or 12G-SDI video.

Your converter automatically detects the video input format and sets the output format to
match. Both directions are completely independent.

This converter is helpful if you need to send and receive SDI signals over longer distances than
traditional SDI cables will support. For example, SD video can be sent up to 45 km or 147,000
feet using optical fiber, compared to just 300 feet with copper SDI cables. 12G-SDI can be sent
up to 6 km away!

0
! Blackmagicdesign@Q -
Es o -
[

~
MiniConverter
Optical Fiber 126~ ™

POWER
+610 36V

ULTRA=D 126507

Optical Out
Optical fiber output supports a single mode optical fiber cable with LC connector.

Optical In
Optical fiber input supports a single mode optical fiber cable with LC connector.

SDI Out
SDI video output on a BNC connector for connection to SDI equipment.

SDI In
SDI input on a BNC connector for connection to SDI equipment.

Power +6 to 36V
6-36 volt power supply input. The support screw can be secured to the unit®Os power
connector to prevent accidental disconnection.

Mini Converter Optical Fiber 12G Block Diagram

H ' Optical Out
Automatic , 1310nm Laser '
¢ ——  » | SD/HD/12G-SDI | ————» Re-Clocker e 4 Driver with —_ D
Equalizer ! LC Connector H
SDIIn ; ' '
Automatic , 1310nm Laser '
¢ 4¢— | SD/HD/12G-SDI | ¢&—— Re-Clocker ¢+ — Receiver with — D
Driver ! LC Connector H
SDI Out ' ! Optical In

......................

SFP Optical Fiber Transmitter
and Receiver Module
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Your Mini Converter Quad SDI to HDMI 4K can connect single link, dual link and quad link SDI
Ultra HD to the latest Ultra HD projectors and televisions that support Ultra HD over a single
HDMI link. You can also convert any of the following inputs to HDMI:

, SD SDI

, HD-SDI

, Singlelink 3G-SDI

, Singlelink 6G-SDI

, Duallink HD-SDI

, Dual link 3G-SDI Ultra HD
, Quad link HD-SDI Ultra HD

If the HDMI output detects an HD monitor or HDTV, the output signal is automatically
downconverted. Only use inputs 1 and 2 with a valid dual link signal.

Blackmagicdesign 8
@]
I
MiniConverter
Quad SDI HDMI OUT

=v  to HDMI 4K

SDIIN4

Auto Switching SD, HD and Ultra HD POWER @
ULTRAXD 6BGSDi v

Supported formats are listed under each SDI input:

SDlIn1

, SD/HD-SDI

, Single link 3G-SDI

, Single link 6G-SDI

, Dual link HD-SDI channel A

, Dual link 3G-SDI Ultra HD channel A
, Quad link HD-SDI Ultra HD channel A
SDI In 2

, Dual link HD-SDI channel B

, Dual link 3G-SDI Ultra HD channel B
, Quad link HD-SDI Ultra HD channel B

SDIIn 3
, Quad link HD-SDI Ultra HD channel C

SDIIn 4
, Quad link HD-SDI Ultra HD channel D
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Mini-B USB port
Connects to the Converters Setup software via your Mac OS X or Windows computer.
The Mini ConverterOs internal software is also updated using the USB port.

HDMI

HDMI type A video output.

Power +12V
12 volt power supply input.

Mini Converter Quad SDI to HDMI 4K Block Diagram

°_

SDlIn1

0

SDIIn 2

°
25

—

SDIIn4

Y ——s
USB

SD/HD/6G-SDI

SDI
Multiplex

Equalizer,
» | Re-Clockerand |p
10 bit De-Serializer

Customizable
Video Processor

HDMI Video and
Audio Formatter

Central
Processor and
Firmware

— =)

HDMI Out

With Mini Converter SDI Distribution you can output your SDI signal to eight SDI devices
simultaneously, such as decks, monitor walls and switchers. Whenever the video input changes
between SD-SDI, HD-SDI and 3G-SDI video formats, Mini Converter SDI Distribution
automatically switches the 8 re-clocked outputs to match with support for ASI, ancillary data
and embedded audio formats.

SDI Out
SDI video outputs on BNC connectors.

SDI In

SDIOUT

SDIOUT

SDIOUT

SDIOUT

SDIOUT

Blackmagicdesign 8

I
MiniConverter

SDI Distribution

SDIOUT

SDIOUT

SDI input.

Power +12V
12 volt power supply input.
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Mini Converter SDI Distribution Block Diagram

SDI In
8 Output
Re-clocking
> Distribution
Amplifier

Your Mini Converter SDI Distribution 4K outputs your SDI signal to eight SDI devices simultaneously,
such as decks, monitor walls and switchers. Whenever the video input changes between SD/
HD/3G/6G-SDI video formats, Mini Converter SDI Distribution 4K automatically switches the 8
re-clocked outputs to match, with support for ASI, ancillary data and embedded audio formats.

> ° SDI Out

_—b o SDI Out

SDI Out

_—b ° SDI Out

SDI Out

_—b o SDI Out

SDI Out

»

00O

_—b ¢ SDI Out

SDIOUT

SDIOUT

I
MiniConverter

(@]
Blackmagicdesign Q

SDIouT

SDIOUT

SDIOUT

SDIOUT

=« SPD| Distribution 4K =~

Auto Switching SD, HD and Ultra HD oD O
ULTRAXD 6EGSD) v

SDI Out

SDI video outputs on BNC connectors.

SDI In
SDI input.

Power +12V

12 volt power supply input.

Mini Converter SDI Distribution 4K Block Diagram

SDIIn

8 Output
Re-clocking
> Distribution

Amplifier

>

_—> o SDI Out

>

_—b ° SDI Out

_—b o SDI Out

o O O O

»

_—b ° SDI Out
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Your Mini Converter SDI Multiplex 4K can perform the following conversions:

Distribute an SD/HD and 6G-SDI signal to all four outputs.

Distribute a dual link HD-SDI signal to all four 3G-SDI outputs.

Single link 3G-SDI to dual link HD-SDI. The dual link output is distributed on both

pairs!of outputs.

Single link 6G-SDI to dual link 3G-SDI or Quad link 1.5G-SDI.

Quad link HD-SDI Ultra HD to single link 6G-SDI, or dual link 3G-SDI Ultra HD so you
can connect existing Ultra HD sources to dual link Ultra HD displays. The dual link
output is distributed on both pairs of outputs.

Dual link 3G-SDI to single link 6G-SDI.

Dual link 3G-SDI Ultra HD to quad link HD-SDI Ultra HD so you can connect the latest
dual link Ultra HD sources to existing quad link Ultra HD displays.

ovey

SDIIN1

I
MiniConverter

=« SDI Multiplex 4K

SDIIN3

SDIIN 4
Auto Switching SD, HD and Ultra HD

ULTRA=D BEGSDi

Blackmagicdesign §

SDIOUT1

SDIOUT 2

SDIOUT3

SDIOUT 4

Power +12V

12 volt power supply input
Supported formats for each SDI input

SDIIn1

SD/HD-SDI

Single link 3G-SDI

Single link 6G-SDI

Dual link HD-SDI channel A

Dual link 3G-SDI Ultra HD channel A
Quad link HD-SDI Ultra HD channel A

SDI In 2

Dual link HD-SDI channel B
Dual link 3G-SDI Ultra HD channel B
Quad link HD-SDI Ultra HD channel B

SDIIn 3

, Quad link HD-SDI Ultra HD channel C

SDIIn 4

Quad link HD-SDI Ultra HD channel D
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Mini-B USB port
Connects to the Converters Setup software via your Mac OS X or Windows computer.
The Mini ConverterOs internal software can also be updated using the USB port.

Supported formats are listed under each SDI output:

SDI Out 1

, SD/HD-SDI

, Single link 3G-SDI

, Single link 6G-SDI

, Dual link HD-SDI channel A

, Dual link 3G-SDI Ultra HD channel A
, Quad link HD-SDI Ultra HD channel A

SDI Out 2

, SD/HD-SDI

, Single link 3G-SDI

, Single link 6G-SDI

, Dual link HD-SDI channel B

, Dual link 3G-SDI Ultra HD channel B
, Quad link HD-SDI Ultra HD channel B

SDI Out 3

, SD/HD-SDI

, Single link 3G-SDI

, Single link 6G-SDI

, Dual link HD-SDI channel A

, Dual link 3G-SDI Ultra HD channel A
, Quad link HD-SDI Ultra HD channel C

SDI Out 4

, SD/HD-SDI

, Single link 3G-SDI

, Single link 6G-SDI

, Dual link HD-SDI channel B

, Dual link 3G-SDI Ultra HD channel B
, Quad link HD-SDI Ultra HD channel D

Mini Converter SDI Multiplex 4KOs switches provide the following settings:

Switches 8, 7 and 6 - Format Conversion

Combinations of switches 8, 7 and 6 set conversions such as dual link HD-SDI to single link
HD-SDI, or quad link Ultra HD to single link Ultra HD.

Switch 1 - Processing ON/OFF

When switch 1 is set to OFF, Mini Converter SDI Multiplex 4K acts as a 4 output SD/HD/6G-SDI
distribution amplifier.
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Single Link 6G/3G to Dual Link 3G/1.5G

o HEEOCOCICTE
orr CICICICICICICIC]
87 654321

4 ~ N
Mini Converter
SDI Multiplex 4K
ofF Y ON
)
CONVERSION
7
6
5
4
3
2
1
. J

Single Link 6G to Quad Link 1.5G

on IICIECICICIC]IE

orr CJCICICICIC00]
87 654321

Dual Link 3G/1.5G to Single Link 6G/3G
on HECOICOICOCICIE
orr CICIMCICICIC00]

87 654321

Dual Link 3G to Quad Link 1.5G

on HICICICOICOCICI

orFf OO0
87 654321

Quad Link 1.5G to Single Link 6G

on CINEOIOCICIE

orr IBCICICICICICIC]
87 654321

Quad Link 1.5G to Dual Link 3G

on CICICICICIC]

orr IIECICOCICI000C]
87 654321

The switch legend on the base of your converter gives you
all'thelinformation you need to change conversion settings.

Mini Switch Settings Example

Convert quad link Ultra HD to dual link Ultra HD by setting switch 8 to ON, and switch 7 to OFF.

SDI Connection Table

Conversion Switch 8
Single Link 6G/3G-SDI to ON
Dual Link 3G/1.5G-SDI

Single Link 6G-SDI to ON
Quad Link 1.5G-SDI

Dual Link 3G/1.5G-SDlI to ON
Single Link 6G/3G-SDI

Dual Link 3G-SDI to ON
Quad Link 1.5G-SDI

Q.uad Llhk 1.5G-SDl to OFE
Single Link 6G-SDI

Quad Link 1.5G-SDI to OFF

Dual Link 3G-SDI

Switch 7 | Switch 6
ON ON
OFF ON
ON OFF
OFF OFF
ON ON
OFF ON

Switch 1

ON

ON

ON

ON

ON

ON

Blackmagic Mini Converters

Switch Diagram

on HEECCOCOCIE
OFF DDDDDDD
7654321

oy HICINCICICICIE
OFF D-DDDDD
6543 21

on HECICOCOOCOME
orFf OO0
8 7 6 54 3 21

on ICICICOCICICIE
OFF D--DDDDD
7654321

on CINECICICICIE
orr IMCICICICI0100]
87 654321

on CICINCICICICIE

orr IMCICICICICI0]
87 654321
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Mini Converter SDI Multiplex 4K Block Diagram

Cable Cable
SDIIN 1 ° —> EQ —> —> Driver —> ° SDIOUT 1
Cable Cable
SDI'IN 2 ° —> EQ —> —> Driver —> ° SDI OUT 2
Central
Processor and
Firmware
SDIIN 3 —p |Cable} —p |Cadlef SDI OUT 3
EQ Driver
Cable Cable
SDIIN 4 ° —b EQ —> —> Driver — ° SDIOUT 4

ISR

Your Mini Converter Sync Generator includes 6 crystal stabilized video reference outputs for
locking your video equipment to a common reference signal. Sync Generator produces high
definition tri-sync or standard definition blackburst signals and is perfect for small studios and
outside!broadcasts.

Blackmagicdesign §

REF OUT

REF OUT

REF OUT

Mi?\i Converter
Sync Generator ..

REF OUT

REF OUT

POWER ()
+12v @

REF Out
Reference video outputs BNC connectors.

Mini-B USB port
Connects to the Converters Setup software via your Mac OS X or Windows computer.
The Mini ConverterOs internal software is also updated using the USB port.

Power +12V
12 volt power supply input.
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Mini Converter Sync GeneratorOs switches provide the following settings:

Switch 4, 3,2 and 1 - SYNC REF FORMAT BIT 3,2,1and 0
Switches 4, 3, 2 and 1 are grouped together to select from many reference video formats,

including:

e

M
Mini Converter

Sync Generator
OFF T _ON ]

[ FORMAT SELECTION TABLE

SYNC REF FORMAT BIT 3

SYNC REF FORMAT BIT 2

SYNC REF FORMAT BIT 1

+orf OO

\

SYNC REF FORMAT BIT 0

L o o | [ | o o

~\
~

NTSC

PAL

1080i / 59.94 i

1080i / 50

1080psf / 23.98

) 1080psf/ 24

* 720p /5994

* 720p /50 i
A

Cligmimimim ] | | |
i orr OO
P
i orr OO
H 87 654321
o MM
: 87 654321
i off OO
H 87 654321

1 orr O]
H 87 654321

on OO0

87 654321
on OO

7 654321

on OO

on OOOCCICIEE

on OOOCICIMCIC]

on CICICICICIMCIE

on OOCOCICIMEC]

87 654321
on OOOCICI M

87 654321

The switch legend on the base of your converter gives you
all'thelinformation you need to change conversion settings.

Video Format Selection Table

Video Format

NTSC

PAL

720p50

720p59.94

720p60

1080i50

Switch 4

OFF

OFF

OFF

OFF

ON

OFF

Switch 3 Switch 2 Switch 1
OFF OFF OFF
OFF OFF ON
ON ON ON
ON ON OFF
ON ON OFF
OFF ON ON

Switch Diagram

on OO0
orf OO NN
87 654321

on OO
orFf O]
87 654321

on OO
ofFf OO0
8 7 6543 21

on OOOCICIMEC]
ofFf OO
8 7 6 543 21

on OO NEEC]
ofFf OO
8 7 6 543 21

on OO
orf OO MECIC]
87 654321
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Video Format

1080i59.94

1080i60

1080PsF23.98

1080PsF24

1080p23.98

1080p24

1080p25

1080p29.97

1080p30

Switch 4 Switch
OFF OFF
ON OFF
OFF ON
OFF ON
ON ON
ON ON
ON OFF
ON OFF
ON OFF

3 Switch 2 Switch 1
ON OFF
OFF OFF
OFF OFF
OFF ON
OFF ON
OFF OFF
ON ON
ON OFF
OFF ON

Mini Converter Sync Generator Block Diagram

) QN
usB

Central
Processor and
Firmware

a

Mini Switches

Crystal Locked
Black Burst and
HD Tri-Sync
Generator

Switch Diagram

Qo

Ref Out

Ref Out

>
»

o o

Qo
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Your Mini Converter UpDownCross performs up, down and cross conversions as well as
NTSC/PAL standards conversion and format conversion. Mini Converter UpDownCross can
convert between video formats such as 720p to 1080i and PAL and NTSC video standards.
It'also provides up conversions with aspect ratios such as 4:3 Pillarbox and 16:9 zoom, and
down conversion options such as letterbox 4:3 and anamorphic 16:9.

When conversion processing is set to OFF, the Mini Converter acts as an SDI distribution amplifier.

Blackmagicdesign §

SDIOUT

SDIOUT

&) SDI LOOP -
Mini Converter o

UpDownCross .« |—]

SDIOUT

SDIOUT

SDIOUT

POWER
+12v @

SDI Out
SDI video outputs BNC connectors.

Mini-B USB port
Connects to the Converters Setup software via your Mac OS X or Windows computer.
The Mini ConverterOs internal software is also updated using the USB port.

SDI LOOP
Direct output of your input video.

SDI IN
SDI Input.

REF IN
Reference video input.

Power +12V
12 volt power supply input.

Mini Converter UpDownCrossO switches provide the following settings:

Switch 8 - Aspect Ratio Conversion

Combinations of switches 8 and 7 set the video aspect ratio when up or down converting.
For example, when down converting, the letterbox aspect ratio is applied by setting switches
8land 7 to the OFF position.

Blackmagic Mini Converters

79



Aspect Ratio Conversion Table

Down
conversion Switch 8 = Switch 7 Switch Diagram
PV o o o e [ o [
Letterbox @Q @ OFF OFF orr MEOOOOOO
8 7 6 543 21
16:9 Ratio Image 4:3 Ratio Display
. | | o o |
Anamorphic C@ O@ OFF ON orr MCIOICIOCIT
7 6 543 21
16:9 Ratio Image 4:3 Ratio Display
on HIECIOOCICIC]
Center Cut @Q Q ON ON orr CICICIOICICICIC]
7 6 54 3
16:9 Ratio Image 4:3 Ratio Display
Up
conversion Switch 8 = Switch 7 Switch Diagram
4:3 O O oy OO0
. OFF OFF OFF --DDDDDD
Pillarbox 7654321
4:3 Ratio Image 16:9 Ratio Display
14:9 o OMOOOOCD
. OFF ON oFF -DDDDDDD
Pillarbox 76054 3
4:3 Ratio Image 16:9 Ratio Display
16:9 De- on MECOIOOCOCIC]
ON ON oFF DDDDDDDD
Squeeze 7654321

4:3 Ratio Display 16:9 Ratio Image

YouOve probably noticed switches 8 and 7 share settings for up and down conversions. This is
because aspect ratio settings are determined by the output settings. For example, if you have
switches 3 and 2 set for 1080i50 HD output, and processing switch 1 set to ON, Mini Converter
UpDownCross will automatically set switches 8 and 7 for down conversion.
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Below is a description for each aspect ratio conversion:

Up conversion

, 4:3 Pillarbox: This setting displays 4:3 standard definition inside a high definition 16:9
frame. Black bars feature on the sides.

, 14:9 Pillarbox: This setting is a compromise between 4:3 pillarbox and 16:9 zoom. The
standard definition 4:3 image is slightly zoomed into, allowing more image in the 16:9
frame and reducing the amount of black bars on the sides, but slightly losing the top

and

bottom.

, 16:9 De-Squeeze:This setting de-squeezes the standard definition 4:3 anamorphic
image until it completely fills the 16:9 frame. None of the 4:3 image is lost.

Down conversion

, Letterbox: This setting scales the entire 16:9 HD image into a 4:3 SD frame without
squeezing, leaving black bars on the top and bottom.

, Anamorphic: This setting horizontally squeezes the 16:9 HD image into a 4:3 SD frame.

, Center Cut: This setting cuts a 4:3 SD frame from the 16:9 HD image. This aspect ratio

setting discards a portion from each side of the 16:9 image.

Switch 1 - Processing Off - Processing On

When switch 1 is set to OFF all conversions are bypassed and the Mini Converter can be used
to distribute your video to six SDI devices.

Mini Switch Settings Example:

Set the converter to up convert 4:3 625i50 video to 1080i50 with the 4:3 Pillarbox aspect ratio
by setting switches 8 and 7 to the OFF position and switches 3, 2 and 1 to the ON position.

\

DOWN CONVERSION

4 ~ )
Mini Converter
UpDownCross

[ __ON |

é R

8
ASPECT RATIO
CONVERSION
7
6
5
4
3
OUTPUT FORMAT
2
1 PROCESSING PROCESSING
OFF H ON

7

UP CONVERSION

LETTERBOX

ANAMORPHIC

CENTER CUT

on OO0
orr MO0
87 654321

[ | o o o | o |
orr IMCICICICICICC]
87 654321

on INNCICICIC0C0C]

Sy | | o | o |
87 654321

4:3
PILLARBOX

14:9
PILLARBOX

16:9
ZooM

on OOIOOO0O00
orr MO0
87 654321

on ONOOO0O00
orr MIOIOIOO0000O
87 654321

on HEOOO0O000

(S v | o o | o | o
87 654321

FORMAT SELECTION

PAL

NTSC

720

1080

on OO0
orr CICICICIMEC]
87 654321

on OO
orFr OO
87 654321

on OO
orFr OO
87 654321
on OOOOCIMEC]
orFr OIOIOOICI0I
87 654321

The switch legend on the base of your converter gives you
all'thelinformation you need to change conversion settings.
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Mini Converter UpDownCross Conversion Table

NTSC PAL 720p 1080
Switches Switch Switches Switches
Input Video 1and 2 ON 10N 1and 3ON 1,2 and 3 ON
525i59.94 525i59.94  625i50 720p59.94 1080i59.94
625i50 525i59.94  625i50 720p50 1080i50
720p50 525i59.94  625i50 720p50 1080i50
720p59.94 525i59.94  625i50 720p59.94 1080i59.94
720p60 525i59.94  625i50 720p60 1080i60
1080PsF23.98 525i59.94  625i50 720p59.94 1080PsF23.98
1080p23.98 525i59.94  625i50 720p59.94 1080p23.98
1080PsF24 525i59.94  625i50 720p50 1080PsF24
1080p24 525i59.94  625i50 720p50 1080p24
1080p25 525i59.94  625i50 720p50 1080p25
1080p29.97 525i59.94  625i50 720p59.94 1080p29.97
1080p30 525i59.94  625i50 720p60 1080p30
1080i50 525i59.94  625i50 720p50 1080i50
1080i59.94 525i59.94  625i50 720p59.94 1080i59.94
1080i60 525i59.94  625i50 720p60 1080i60
1080p50 525i59.94  625i50 720p50 1080p50
1080p59.94 525i59.94  625i50 720p59.94 1080p59.94
1080p60 525i59.94  625i50 720p60 1080p60
2048x1556PsF23.98 525i59.94  625i50 2048x1556PsF23.98 2048x1556PsF23.98
2048x1556PsF24 525i59.94  625i50 2048x1556PsF24  2048x1556PsF24
2048x1556PsF25 525i59.94  625i50 2048x1556PsF25  2048x1556PsF25
Mini Converter UpDownCross Block Diagram
Dogmbedder |P| Doy | Q oon
o, ° SDI out
9 - [ L[ [ [ R |-or0[ s |11+ @ o
o 1 : bse bypass ° SDI Out
Refn _ ' Z{sm Q soon
P | oo

a

Mini Switches
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Mini Converter UpDownCross HD is a powerful standards converter that gives you the ability to
convert any SD or HD video format with up, down, or cross conversion via SDI and HDMI. This
converter supports all SD and HD formats up to 1080p60 plus NTSC and PAL with aspect ratio
options for up and down conversions. The HDMI input also accepts 1024 x 768, 800 x 600, and
640 x 480 computer output resolutions.

When conversion processing is set to OFF the HDMI and SDI outputs become loop outputs so
you can feed the input signal to other HDMI and SDI equipment.

—— 0o
[¢ ] som Blackmagicdesign O
— o
m
Mini Converter
UpDownCross HD
I - REF IN *GPS‘QISEVR m

SDI'IN

SDI input. The small LED next to the BNC connector illuminates when a locked SDI
signal is detected. When both SDI and HDMI inputs are connected, the SDI input
takes priority.

SDI LOOP
Direct loop output of your SDI input video.

HDMI IN
HDMI type A video input. A small LED next to the HDMI IN connector illuminates to
show when it detects a valid HDMI input.

REF IN

Reference video input. A small LED next to the REF IN connector indicates the
reference lock status:

Constant white - the REF IN matches the format of the output video format set on the
converter.

Flashing white - the REF IN is a valid video format but doesnOt match the output video
format set on the converter.

USB-C PORT
Connects to the Converters Setup software via your Mac OS X or Windows computer.
The Mini ConverterOs internal software is also updated using the USB port.

SDI OUT
SDI video output BNC connectors.

HDMI OUT
HDMI type A video output.

POWER +6 to 36V

6 to 36 volt power supply input. The support screw can be secured to the unitOs power
connector to prevent accidental disconnection. A small LED next to the DC input jack
illuminates to show when power is connected.
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Mini Converter UpDownCross HDOs switches provide the following settings :

Switch 1 - Processing Off - Processing On

When switch 1 is set to OFF all conversions are bypassed and the converter can be used to
distribute your video via both SDI and HDMI outputs.

With switch 1 set to OFF the SDI and HDMI outputs match their corresponding inputs.

When switch 1 is set to ON, processing is enabled and switches 4 to 8 configure the
converterOs output.

Switch 2 - Level A and Level B 3G-SDI

When switch 2 is set to OFF the converter outputs level B 3G-SDI. When set to ON the
converter outputs level A 3G-SDI. This provides compatibility with other SDI equipment that
uses level A or level B 3G-SDI.

If you have connected a 3G-SDI signal to 3G-SDI equipment and the signal is not
being detected, try changing the setting for switch 2 as the equipment youOre
connected to may be using an alternate SDI level.

Switches 4 - 8

Switches 4 to 8 determine the format and standard of the converterOs output signal. The!switch

configuration for each format and standard is shown on the table on the base of the unit.

Mini Switch Settings Example:

4 ' '

Minic BN o S e
Downtrs RO o OB
UpDOWnCrOSS HD 625i50 PAL 1080PsF30
on CICICIMOICIC o CNMECOICICIO0]
OFF m o MEEEOCIO0 o MOCIMmOOC
87 654321 87 654321
720p50 1080p23.98
on OO0 oI
8 o MENMCOIMOOO o EOCOmMOO00
87 654321 87 654321
720p59.94 1080p24
s  NOLUOEEOOD ovCEEECICCID
o HMEEOOO000 o+ EOOOMO00
87 654321 87 654321
720p60 1080p25
on ILINCOIOOO0 o OO
o HECOEEOOO o BO0O00000
6 87 654321 87 654321

4 1080i60 1080p50
onCICONEEOCCO o EOICOmOC000
orr M COCOCOO0O0 o MMM
87 6 32 87 654321

1080PsF23.98 1080p59.94
3 on ONCOCIOOOD o MCOCEEOCC]
or MONEEOC0 o OmEOOO00
87 654321 87 654321

1080PsF24 1080p60
2 |LEVEL B (NORMAL) LEVEL A on CINCICINOICIO oy MOIMOOO000]
o oumt | | SEOEEROOS Somtmmst

on NI OO00]
1 PRO%EFSFSING PRO(BE;S'NG orr MCIMCIMOICIC]
87 654321
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Video Format Selection Table

Video Format

525i59.94
NTSC

625i50 PAL

720p50

720p59.94

720p60

1080i50

1080i59.94

1080i60

1080PsF23.98

1080PsF24

1080PsF25

1080PsF29.97

1080PsF30

1080p23.98

1080p24

1080p25

1080p29.97

1080p30

1080p50

1080p59.94

1080p60

Switch
8

OFF

OFF

OFF

OFF

OFF

OFF

OFF

OFF

OFF

OFF

OFF

OFF

OFF

OFF

OFF

OFF

OFF

ON

ON

ON

ON

Switch
7

OFF

OFF

OFF

OFF

OFF

OFF

OFF

OFF

ON

ON

ON

ON

ON

ON

ON

ON

ON

OFF

OFF

OFF

OFF

Switch

6

OFF

OFF

OFF

OFF

ON

ON

ON

ON

OFF’

OFF

OFF

OFF

ON

ON

ON

ON

ON

OFF

OFF

OFF

ON

Switch

5

OFF

OFF

ON

ON

OFF

OFF

ON

ON

OFF

OFF

ON

ON

OFF

OFF

ON

ON

ON

OFF

ON

ON

OFF

Switch
4

OFF

ON

OFF

ON

ON

ON

OFF

ON

OFF

ON

OFF

ON

OFF

ON

OFF

ON

OFF

ON

OFF

ON

OFF

Switch Diagram

on 111000000

on OO0
orr HEOEOCOO0O
8 7 6 543 21

on HICICIHRECICIO
orf CJMECOICO00
87 654321
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The Blackmagic Converters Setup utility can be used to change settings such as aspect ratio,
and update your Mini ConverterOs software. All utility settings are maintained, even when the
Mini Converter is switched off. You can access these settings by moving between the Ovideo,0
Oaudio,® and OaboutO tabs.

The OaboutO tab is detailed in the Ochanging settingsO section in this manual.
The OvideoO tab for Mini Converter UpDownCross HD contains the following settings:

r

UpDownCross HD E

Mini Converter UpDownCross HD  +&~ =

Video About

Processing

SD aspect ratio: Q) Is output as 16:9

Is output as 4:3

Cancel Save

Use the OvideoO tab in Converters Setup to select an SD aspect ratio.

Aspect Ratio for Standard DePnition

Select an option for the aspect ratio of the SD output. You can choose 4:3 pillar boxed or 16:9.
For example, if your input video is SD 4:3 then selecting 4:3 will output 4:3 pillar boxed to
maintain the original 4:3 aspect ratio inside the 16:9 frame. However, if your input video is
SD!16:9 select the 16:9 option to output a direct 16:9 conversion.

4:3 Ratio Image 16:9 Ratio Display

The default aspect ratio setting in the setup utility will output

SD video as pillar boxed 4:3, however, you can set the converter
to maintain a 16:9 ratio if required by selecting the 16:9 option on
the OvideoO tab of the setup utility.
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Blackmagic Battery Converters

With Battery Converter SDI to HDMI you can connect a huge range of HDMI displays and video
projectors to SDI based equipment. Your Battery Converter SDI to HDMI automatically detects
between SD/HD/3G-SDI and converts to HDMI with embedded audio. Battery Converter SDI to

HDMI includes a built in rechargeable battery and recessed connectors protected by an aircraft
grade aluminum chassis.

e
@ am

Blackmagicdesign 8 HDMI

soim Baffery Converter

SDIto HDMI
SDILOOP éﬂlzv_z,o"_l%go
SDI LOCK +12Vto Z:Cl)\\/NDEg .

& — )

Mini-B USB port
Connects to the Blackmagic Converters Setup software via your Mac OS X or Windows
computer. The Mini ConverterOs internal software is also updated using the USB port.

SDI In
Primary SDI input BNC connector.

SDI Loop

Loop through output of your SDI input BNC connector.
HDMI

HDMI type A video output.

ON BATT OFF

Switches battery power On or Off. When set to On, the Battery Converter will keep
working even if external power is lost. When set to Off, only external power is used to
ensure built in battery power is saved. The LED near the switch indicates the battery
charge level by a continuous illumination for 100 percent charge, three flashes for

50!t0!90 percent charge, two flashes for 10 to 50 percent charge and a single flash if
less than 10 percent charge is remaining.

Power +12V
12 volt power supply input.
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Battery Converter SDI to HDMI Block Diagram

. SDI In
Automatic

¢ — SD/HD/3G-SDI — °
Cable Equalizer
E +“— Automatic
HDMI Out — | SDHD3G-SDI |—» ¢
Central Cable Driver
Processor and SDI Loop Out
Firmware

’%’ 12-31V

Mini USB Power T In_put
$
Battery “«—

Your Battery Converter HDMI to SDI can convert HDMI outputs from devices such as
HDV!cameras and game consoles to SDI. This means you can send video signals from
HDMI!over SDI using the longest SDI cables. You can even add SDI outputs to computers with

HDMI compatibility. Battery Converter HDMI to SDI includes a built in rechargeable battery.

Connectors are recessed and protected by an aircraft grade aluminum chassis.

usB

s Baﬁery Converter

Blackmagicdesign 8 HDMI

HDMI to SDI

SDI OUT

HDMI LOCK

ON
BATT

OFF

1 A2 43 ¥
|—t———
0 10 50 90 100

POWER
+12Vto 31V DC

o

J

Mini-B USB port

Connects to the Blackmagic Converters Setup software via your Mac OS X or Windows
computer. The Mini ConverterOs internal software is also updated using the USB port.

SDI OUT

SDI video output BNC connector.
SDI OUT

Second SDI output.

HDMI

HDMI type A video input.
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ON BATT OFF

Switches battery power On or Off. When set to On, the Battery Converter will keep
working even if external power is lost. When set to Off, only external power is used to
ensure built in battery power is saved. The LED near the switch indicates the battery
charge level by a continuous illumination for 100 percent charge, three flashes for
50!t0!90 percent charge, two flashes for 10 to 50 percent charge and a single flash if

less than 10 percent charge is remaining.

Power +12V
12 volt power supply input.

Battery Converter HDMI to SDI Block Diagram

—>
= —
HDMI In
Central
Processor and
Firmware
—>
Mini USB

Automatic
SD/HD/3G-SDI
Cable Driver

Power

$

Battery

Blackmagic Battery Converters

SDI Out

—0Q
—0Q

SDI Out

12-31V
—° Input
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Help

The fastest way to obtain help is to go to the Blackmagic Design online support pages and
check the latest support material available for your Blackmagic Converter.

Blackmagic Design Online Support Pages

The latest manual, software and support notes can be found at the Blackmagic Design support
center at www.blackmagicdesign.com/support.

Blackmagic Design Forum

The Blackmagic Design forum on our website is a helpful resource you can visit for more
information and creative ideas. This can also be a faster way of getting help as there may already
be answers you can find from other experienced users and Blackmagic Design staff which will
keep you moving forward. You can visit the forum at https://forum.blackmagicdesign.com

Contacting Blackmagic Design Support

If you canOt find the help you need in our support material, or on the forum, please click the
OSend us an emailO button on the support page to email a support request. Alternatively,
click!on the OFind your local support teamO button and call your nearest Blackmagic Design
support office.

Checking the Software Version Currently Installed

To check which version of Converter Setup software is installed on your computer, open the
About Blackmagic Converter Setup window.

, On Mac OS X, open Blackmagic Converter Setup from the Applications folder.
Select About Blackmagic Converter Setup from the application menu to reveal the
version number.

, On Windows, open Blackmagic Converter Setup from your Start menu. Click on the
Help menu and select About Blackmagic Converter Setup to reveal the version humber.

, On Windows 8, open Blackmagic Converter Setup from the Blackmagic Converter
Setup tile on your Start page. Click on the Help menu and select About Blackmagic
Converter Setup to reveal the version number.

How to Get the Latest Software Updates
After checking the version of Blackmagic Converters Setup software installed on your
computer, please visit

the Blackmagic Design support center at www.blackmagicdesign.com/support to check for the
latest updates. While it is usually a good idea to run the latest updates, it is wise to avoid
updating any software if you are in the middle of an important project.
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Warranty

Blackmagic Design warrants that Mini Converters and Mini Converters Heavy Duty will be free
from defects in materials and workmanship for a period of 36 months from the date of purchase
excluding connectors, cables, fiber optic modules, fuses and batteries which will be free from

defects in materials and workmanship for a period of 12 months from the date of purchase.
Blackmagic Design warrants that Battery Converters will be free from defects in materials and
workmanship for a period of 12 months from the date of purchase. If a product proves to be defective
during this warranty period, Blackmagic Design, at its option, either will repair the defective product
without charge for parts and labor, or will provide a replacement in exchange for the defective product.

In order to obtain service under this warranty, you the Customer, must notify Blackmagic Design
of the defect before the expiration of the warranty period and make suitable arrangements for the

performance of service. The Customer shall be responsible for packaging and shipping the

defective product to a designated service center nominated by Blackmagic Design, with shipping

charges pre paid. Customer shall be responsible for paying all shipping charges, insurance, duties,
taxes, and any other charges for products returned to us for any reason.

This warranty shall not apply to any defect, failure or damage caused by improper use or improper
or inadequate maintenance and care. Blackmagic Design shall not be obligated to furnish service
under this warranty: a) to repair damage resulting from attempts by personnel other than
Blackmagic Design representatives to install, repair or service the product, b) to repair damage
resulting from improper use or connection to incompatible equipment, c) to repair any damage or
malfunction caused by the use of non Blackmagic Design parts or supplies, or d) to service a
product that has been modified or integrated with other products when the effect of such a
modification or integration increases the time or difficulty of servicing the product. THIS WARRANTY

IS GIVEN BY BLACKMAGIC DESIGN IN LIEU OF ANY OTHER WARRANTIES, EXPRESS OR IMPLIED.
BLACKMAGIC DESIGN AND ITS VENDORS DISCLAIM ANY IMPLIED WARRANTIES OF

MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE. BLACKMAGIC DESIGNOS
RESPONSIBILITY TO REPAIR OR REPLACE DEFECTIVE PRODUCTS IS THE WHOLE AND EXCLUSIVE
REMEDY PROVIDED TO THE CUSTOMER FOR ANY INDIRECT, SPECIAL, INCIDENTAL OR
CONSEQUENTIAL DAMAGES IRRESPECTIVE OF WHETHER BLACKMAGIC DESIGN OR THE
VENDOR HAS ADVANCE NOTICE OF THE POSSIBILITY OF SUCH DAMAGES. BLACKMAGIC

DESIGN IS NOT LIABLE FOR ANY ILLEGAL USE OF EQUIPMENT BY CUSTOMER. BLACKMAGIC
IS NOT LIABLE FOR ANY DAMAGES RESULTING FROM USE OF THIS PRODUCT. USER OPERATES

THIS PRODUCT AT OWN RISK.

© Copyright 2018 Blackmagic Design. All rights reserved. OBlackmagic Design®, ODeckLinkO, OHDLinkO, OWorkgroup VideohubO,
OMultibridge Pro®, OMultibridge Extremed, Olntensity® and OLeading the creative video revolutionO are registered trademarks in the

US and other countries. All other company and product names may be trade marks of their respective companies with which
they are associated.
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